NTC Thermistor : TSM Series

SMD Type NTC Thermistor for Temperature Sensing

B Features
1. RoHS & Halogen Free (HF) compliant K \
2. EIA size: 0201, 0402, 0603, 0805
3. Highly reliable structure L..
4. Operating temperature range: -40°C~+125C
5. Wide resistance range
6. Cost effective
7. Agency recognition: UL / cUL / TUV K /
B Recommended Applications
1. Battery pack
2. Motherboard, notebook and personal computer device
3. Liquid crystal display
4. Cellular phone
5. Bluetooth headset
6. Wi-Fi module
B Part Number Code
1 2 3 4 5 6 7 8 9 10 | 11 12 | 13 | 14 | 15 | 16
] | [
v - \ v ! v !
Product Type Size (EIA) | |Definition Zero Power Tolerance B Value Tolerance | (| Optional Suffix
THINKING | | A | 0201 of Resistance at25C | |_ofRe__| 7336 T 3360 of B Value || TRoHS & HF
TSM|NTC Thermistor| [ 0 | 0402 B Value (Ras) 1% 1 1734D | 3435 =0 Compliant
TSM Seri A Bz5/35 102 10x10°Q= 1 KQ G +2% 395 3950 2 +2%
eries 1 0603 0= 9 0
B |Bam|| 103 | 10x10°Q=10 KQ H | 3% 39 | 3975 3 | 3%
2 | 0805 473 | 47x10°Q= 47KQ J | 5% | 205 | 2050
K | £10% Packaging
R Reel
B | Bulk
B Structure and Dimensions
(Unit: mm)
. T . Part No. Size L1 W H max. L2 & L3
/—l TSMA 0201 | 0.60£0.05 | 0.30£0.05 | 0.35 0.15£0.05
W TSMO 0402 1.00£0.15 | 0.50+0.10 0.60 0.20+0.10
H-é TSM1 0603 1.60+0.15 | 0.80+0.15 0.95 0.40+0.15
- TSM2 0805 2.00+0.20 | 1.25+0.20 1.00 0.40+0.20
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NTC Thermistor : TSM Series
SMD Type NTC Thermistor for Temperature Sensing

B Electrical Characteristics

Zero Power | Tolerance 5 Tolerance | Max. Power Dissipation Thermal | Operating ASafety
Resistance of of Dissipation Time Temperature pprovals
Part No. Size at 25°C Ras VEITD B value at 25°C Factor | onstant Range UL/
TUV|CQC

Ras(KQ) (£%) (K) (%) | Poa(mW) | 3(mWr,C) | t(Sec) | T~TuC) |CUt
TSMAB103[_]338* 10 123 3380 Approx. Approx. NN
TSMAB683[ 425* | 0201 68 5 1 0' 25/50| 4250 | 1,2,3 140 14 12 40~+125 | N | N | A
TSMAB104[ ]425* 100 ' 4250 ) ) NN A
TSMOA103[_]34D* 10 3435 NN
TSMOA103[]395* 10 3950 NN
TSMOA223[]395* 22 3950 NNV
TSMOA333[]405* 33 25/85| 4050 NN A
TSMOAB83[ 1410* 68 4100 NN
TSMOA104[ ]405* 100 1,2,3, 4050 e Approx Approx NNV
TSMOA104[ 1436* | 0402 100 5,10 4360 T 170 e : 50 | 40~+125 | N | N | W
TSMOB103[ ]338* 10 3380 | ’ NN
TSMOB473[]405* 47 4050 NN
TSMOB104[]354* 100 3540 NNV

25/50
TSMOB104[ 1480* 100 4800 NN A
TSMOB224[ ]470* 220 4700 NN
TSMOB474[ ]470* 470 5,10 4700 3 NN A
TSM1A202[ ]340* 2 3400 NN A
TSM1A472[ |34D* 4.7 3435 NN
TSM1A472[]370* 4.7 3700 NN
TSM1A502[ ]34D* 5 10 3435 NN A
TSM1A502[ ]385* 5 o 3850 | 1,2,3 N
3,5,10
TSM1A682[ ]34D* 6.8 3435 NN
TSM1A682[ ]395* 6.8 3950 NN
TSM1A103[]34D* 10 3435 NN A
TSM1A103[ J39H* 10 3975 NN
25/85

TSM1A103[]430* 10 5,10 4300 3 NN A
TSM1A223[ ]392* 22 3920 NN A
TSM1A473[ ]39H* 47 3975 Approx Approx NN
TSM1A683[]39H* | 0603 68 3975 210 51 : 31 : -40~+125 NN
TSM1A104[]405* 100 1,2, 4050 123 NN A
TSM1A104[ ]436* 100 3,5,10 4360 T NN
TSM1A154[]406* 150 4060 NNV
TSM1A204[ ]410* 200 4100 NN
TSM1A474[ ]415* 470 4150 NN A
TSM1B221[ ]350* 0.22 3500 NN
TSM1B222[]395* 2.2 5,10 3950 3 NN
TSM1B472[ ]425* 47 4250 NN A
TSM1B103[]338* 10 25/50| 3380 NN
TSM1B103[]420* 10 1,2, 3, 4200 193 NNV
TSM1B104[ ]355* 100 5,10 3550 e NN
TSM1B224[ ]460* 220 4600 NN A
TSM2A 502[ ]34D* 5 3435 NN A
TSM2A103[]34D* 10 195 3435 :// j j
TSM2A103[]395* 10 $ 3950 1,2,3 Approx. Approx.
TSM2A473[ 39H* 0805 47 5,10 25/85 3975 240 2.4 54 -40~+125 NN A
TSM2A104[]405* 100 4050 NN
TSM2A684[ 450* 680 5,10 4500 3 NN A
Note 1: [ ] = Tolerance of Rys

* = Tolerance of B value

Note 2: UL&cUL File No. E138827 / TUV File No. R 50167657

Note 3: Special specifications are available upon request
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NTC Thermistor : TSM Series V7
SMD Type NTC Thermistor for Temperature Sensing =)

B Max. Power Dissipation Derating Curve

100% Ty : Maximum operating temperature ('C)

T, : Minimum operating temperature (C)
m For example:
Ambient temperature (Ta) = 55C
Maximum operating temperature (Ty) = 125C
0 Pra=(Ty-Ta)/(Ty-25)xPmax = 70% Pmax

T 0 25 Tu

v

Ambient temperature (C)

B R-T Characteristic Curves

TSMAB103[_]338* ~ TSMAB104[_]425* TSMOA103134D* ~ TSM0B474470*
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NTC Thermistor : TSM Series Y
SMD Type NTC Thermistor for Temperature Sensing

TSM0B1030338* ~ TSM0B224[1470* TSM1A20200340* ~ TSM1A2041410*
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NTC Thermistor : TSM Series T
SMD Type NTC Thermistor for Temperature Sensing AR
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B Soldering Recommendation

® [R-reflow Soldering Profile

Preheating

Peak temp Cooling

A 4

255~260°C

1
1
1
| i
i | |
| : |
: ' |
o | ¢ |
=} o | ] .
5 217C /‘ | | !
[ I 1
[0 ~ o { 1 | !
O 150~200°C : : : : i
5 | L : .
lG_J 1 1 : : :
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Tamb . i i | | '
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v
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NTC Thermistor : TSM Series 74

SMD Type NTC Thermistor for Temperature Sensing AR

® Recommended Reworking Conditions with Soldering Iron

Item Conditions
Temperature of Soldering Iron-tip 360°C (max.)
Soldering Time 3 sec. (max.)
Diameter of Soldering Iron-tip ®3mm (max.)
Caution: Please do not touch the component surface with soldering iron directly to
avoid its damage.

B Recommended Soldering Pad Dimensions

AN

X
<o
> Z »
Size Z (mm) G (mm) X (mm) Y (mm)
0201 0.8 0.3 0.3 0.25
0402 1.7 0.5 0.6 0.6
0603 3.0 1.0 1.0 1.0
0805 34 1.0 1.4 1.2

All specifications are subject to change without notice.
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NTC Thermistor : TSM Series T
SMD Type NTC Thermistor for Temperature Sensing AR

B Notice of Soldering and Mounting on PC Board

(a) Incorrect (b) Correct Nozzle for
Nozzle for

Chip Mounting
Chip Mounting

o= = = L =
Board Guide PC Board H\/H

Supporting Pins

For mounting SMDs on a PC board, supporting pin is suggested for use (refer to figure b) to avoid cracks caused by

external stress (refer to figure a).

(C)Cragkg

R

SMDs are located near
an easily warped area

Stress at the separate line is
possible to damage SMDs.

If circuit bending is needed for PC board design, please refer to figure (c) for mounting positions to avoid cracks caused

by stress imposed on the product. O means better, A is acceptable, and X is worst.

(d) Component Orientation

Incorrect Orientation Correct Orientation

Locate SMDs horizontally to the direction that stress acts

During circuit bending, please locate SMDs horizontally to the direction in which stress act to avoid its cracks (refer to figure d).

THINKING ELECTRONIC INDUSTRIAL CO., LTD. 72 g&ﬂ%ﬂ__‘l} www.elitaliaweb.it 2012.08
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NTC Thermistor : TSM Series Y
SMD Type NTC Thermistor for Temperature Sensing

B Reliability

Item

Standard

Test conditions / Methods

Specifications

Bending Strength

IEC 60068-2-21

Warp : 2mm for 0402,0603 and 0805

1mm for 0201 l
Speed < 0.5mm/sec.
Duration: 10 sec. on PCB

No visible damage
| AR25/R2s | < 5%

Solderability

IEC 60068-2-58

245 +5C, 3+0.3 sec.

At least 95% of terminal
electrode is covered by
new solder

Resistance to
Soldering Heat

IEC 60068-2-58

260 +5C, 10 + 1 sec.

No visible damage
| AR25/R25 | < 3%

High -
Temperature IEC 60068-2-2 125 + 5°C, 1000 + 24 hrs |N2£S'?F'{e df‘”;asgeo/
Storage 25/R25 | = 5%
Damp Heat, P2 0 _OEO, No visible damage
Steady State IEC 60068-2-78 40 + 2°C, 90~95% RH , 1000 * 24 hrs | ARos/Ras | = 3 %

The conditions shown below shall be repeated 5 cycles on PCB.

All specifications are subject to change without notice.

Step Temperature (C) Period (minutes)
Rapid Change of ! 40%5 303 No visible damage
Temperature IEC 60068-2-14 2 Room temperature 5+3 | AR25/R2s | = 3%
3 125+5 30+3
4 Room temperature 5+3
Max. Power o No visible damage
- + +
Dissipation IEC 60539-1 25+ 5C, Pmax. , 1000 £ 24 hrs | ARos/Ras | = 5 %
www.elitaliaweb.it
THINKING ELECTRONIC INDUSTRIAL CO., LTD. 73 @I”%ILD info@elitaliaweb.it 2012.08




NTC Thermistor : TSM Series Tr=
SMD Type NTC Thermistor for Temperature Sensing SR

B Package
® Taping Specification
._Po
Ko D
- — e

e

8 of
Jﬂ_

-FF---- -1

- . . F
el B e e B
- | |
] ] =
Ao P4
(Unit: mm)
Index Ao By W E F P, P, Po Do Ko
Size +0.05 +0.12 +0.2 +0.1 +0.05 +0.1 +0.05 +0.1 +0.1 +0.1
0201 0.38 0.68 8 1.75 3.5 2 2 4 1.55 0.38
0402 0.62 1.12 8 1.75 3.5 2 2 4 1.55 0.60
- Po
K o, [P,
| | | I
o | | |
I
| , ! w
_____ _i_ JLBU i JI-
L 3 I
: T | ¥
s f——
Ap
(Unit: mm)
Index | A, B, w E F P, P, Po Do Ko
Size 0.2 +0.2 0.2 +0.1 +0.05 +0.1 +0.05 +0.1 +0.1 +0.1
0603 1.1 1.9 8 1.75 35 4 2 4 1.55 0.95
0805 1.5 2.3 8 1.75 35 4 2 4 1.55 1.0
THINKING ELECTRONIC INDUSTRIAL CO., LTD. 74 www.elitaliaweb.it 2012.08
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NTC Thermistor : TSM Series T
SMD Type NTC Thermistor for Temperature Sensing AR

B Quantity

Size Quantity (pcs/reel)
= == 0201 15,000
= || = 0402 10,000
0603 4,000
1l 9.0s05 0805 3,500
12+0.15
{Unit: mm)

B Warehouse Storage Conditions of Products
® Storage Conditions :
1. Storage Temperature: -10°C ~+40°C
2. Relative Humidity: =75%RH
3. Keep away from corrosive atmosphere and sunlight.

® Period of Storage : 1 year

THINKING ELECTRONIC INDUSTRIAL CO., LTD. 75 g&ﬂ ﬁ"-l__ll) www.elitallaweb.t
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NTC Thermistor for Automotive: TSM-C Series y 7

SMD NTC Thermistor for Temperature Sensing

B [Features

1. Qualification based on AEC-Q200 Rev-C
2. Operating temperature range: -50 ~ +150 C

3. Superior stability in high-temperature and high-humidity environment

4. RoHS compliant

B Recommended Applications
1. Car audio, car navigation
2. Various engine control units
3. Circuits for ETC equipment

4. Various motor driving circuits

5. Temperature compensation for various circuits

B Part Number Code

-

1 2 3 4 5 7 8 9 10 11 12 13 14 15 16
— 0T T T T 1T
Product Type Size (EIA) Definition Tolerance First Last Tolerance Optional Suffix
THINKING A 0201 of of Rys Two Digits Two Digits of B Value
TSM|NTC Thermistor| | O | 0402 B Value F | #1% | |ofBValue| |ofBValue| ™7 T 1106
TSM Series 1 | 0603 C _|Bosss G | #2% 30 | 30 0 | 00 2 | 2%
2 | 0805 D _|Busso H | 3% 31131 A | 05 3 | 3%
J | 5% 32 | 32 1| 10
l K | #10% : : B | 15 v
: : 2 |20 Packaging
Zero Power Resistance 40 40 : ) R Reel
at 25C (Ry) a4 B17s B | Buk
102 | 10x10%0= 1 KQ : 8 | 80
103 | _10x10°0=10 KQ g gg
3 — =
473 | 47x10°Q=47KQ K | o5
W Structure and Dimensions
(Unit: mm)
i- L1 »| -
b, Part No. Size L1. w H max. L2&L3
W TSM1 0603 1.60+0.15 | 0.80+0.15 0.95 0.40+0.15
Hé TSM2 0805 2.00+0.20 | 1.25+0.20 1.20 0.40+0.20
y
www.elitaliaweb.it
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NTC Thermistor for Automotive: TSM-C Series ’ A
SMD NTC Thermistor for Temperature Sensing

B Electrical Characteristics

Zero Power Tolerance Tolerance Max. Power Dissipation Thermal Operating
Resistance of R B Value of Bvalue | Dissipation FaFc)tor Time Temperature
Part No. at 25 2 at 257 Constant Range
Rs(KQ) (%) K) (%) Prad(MW) | B(MWIT) | 1(Sec) | Ti~Tu(T)
TSM1C103F34D3R 10 25/85 3435
TSM1C103F39H3R 10 1-2-3 |25185| 3975 3 210 Apzprlox' Ap?f”lox' .50 ~ +150
TSM1C473F39H3R 47 25/85 3975
TSM2C103F34D3R 10 25/85 3435
TSM2C103F39H3R 10 1-2-3 |25/85| 3975 3 240 Agpjfox' Apé)fx' -50 ~ +150
TSM2C473F39H3R 47 25/85 3975
Note 1: [ ] = Tolerance of Rys

*Special specifications are available upon request

B Max. Power Dissipation Derating Curve

100 Ty : Maximum operating temperature (C)

T, : Minimum operating temperature (C)

For example :

Ambient temperature (Ta)=55C

Maximum operating temperature (Ty)=150C
0 P1a=(Ty-Ta)/(Ty-25)xPmax=76% Pmax

v

T 0 25 Tu

Ambient temperature (°C)

www.elitaliaweb.it
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NTC Thermistor for Automotive: TSM-C Series y A
SMD NTC Thermistor for Temperature Sensing )

B R-T Characteristic Curves (representative)

TSM 0603 Automotive Series
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NTC Thermistor for Automotive: TSM-C Series
SMD NTC Thermistor for Temperature Sensing

B Soldering Recommendation
® [R-reflow Soldering Profile

A

Peak
temp

Preheating

255~260°'C[ """ mmTmsmommsmsoo-osoe-

217°C

Temperature

150~200°C

Tamb

Cooling

> t
3Cised,  go1g0  Jaciseg| 20~4Q| 6C/lsec
Smax’y sec (max) | sec = (max)
7 >
8 minutes max
Time
® Reworking Conditions with Soldering Iron
Item Conditions
Temperature of Soldering Iron-tip 360°C (max.)
Soldering Time 3 sec (max.)

Diameter of Soldering Iron-tip

. @3mm (max.)

Caution: Do not touch the component surface with soldering iron directly to

prevent it from damage.

B Recommended Soldering Pad Dimensions

AN

X
|
d Z | -
Size Z (mm) G (mm) X (mm) Y (mm)
0603 3.0 1.0 1.0 1.0
0805 3.4 1.0 14 1.2
THINKING ELECTRONIC INDUSTRIAL CO., LTD. 4 www.elitaliaweb.it
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NTC Thermistor for Automotive: TSM-C Series
SMD NTC Thermistor for Temperature Sensing

Reliability (based on AEC-Q200 Rev-C)

Item Standard Test conditions / Methods Specifications
Testtemp. : 150 +3/-0C
High Temperature |MIL-STD-202 ) No visible damage
Duration: 1000 h Unpowered
Exposure (Storage) | Method 108 ) | AR2s/Rs | = 5%
Measurement at 24+2 hours after test conclusion.
Lower test temp. : -55 +0/-3TC
Upper test temp. : 150 +3/-0C
JESD22 . .
Temperature hod Soak Time at Lower or Upper Temperature : 1 min No visible damage
Metho
Cycling Cycle time : 2 Cycles/hr | ARs/Rys | = 5%
JA-104
Number of cycles : 1000
Measurement at 24+2 hours after test conclusion.
Duration of 1 cycle: 24 h
Number of cycles: 10 » Unpowered
Measurement at 24+2 hours after test conclusion.
Temp. humidity Period
Step
Start | Finish (%) (hr)
Moisture MIL-STD-202 1 25 65 90~100 25 No visible damage
Resistance Method 106 5 65 65 90~100 3 | AR2s/Rys | < 5%
3 65 25 80~100 25
4 25 65 90~100 25
5 65 65 90~100 3
6 65 25 80~100 25
7 25 25 80~100 8
Test temp. : 85T
Rel. humidity of air : 85%
] o MIL-STD-202 ) No visible damage
Biased Humidity Duration: 1000 h
Method 103 | AR2s/R2s | =< 5%
10% Rated Power.
Measurement at 24+2 hours after test conclusion.
www.elitaliaweb.it
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NTC Thermistor for Automotive: TSM-C Series
SMD NTC Thermistor for Temperature Sensing

External Visual

Method 2009

Inspect device construction, marking and workmanship.

Item Standard Test conditions / Methods Specifications
Test temp.: 150 +3/-0C
) ) MIL-STD-202 |Duration: 1000 h No visible damage
Operational Life
Method 108 |Test Power : 1mW | ARxs/Rss | < 5%
Measurement at 24+2 hours after test conclusion.
MIL-STD-883

No visible damage

Dwell time : 15 minutes. Air-Air.

Number of cycles : 300

JESD22
Physical Method Verify physical dimensions to the applicable device Within the specified
etho
Dimension specification. values
JB-100
Per MIL-STD-202 Method 215
Resistance to MIL-STD-202 ) o
Solvent 1: 1 part (by volume) of isopropyl alcohol 3 part No visible damage
Solvents Method 215 ) -
(by volume) of mineral spirits.
Test Condition F
Peak value : 15009's
MIL-STD |Half sine Waveform No visible damage
Mechanical Shock )
-202-213 |Normal duration (D) : 0.5ms | ARx/Rs | < 5%
In 3 directions perpendicularly intersecting each other
(total 18 times).
Acceleration : 5g's
o MIL-STD-202 |Sweep time: 20 min No visible damage
Vibration
Method 204 |Frequency range: 10 to 2000 Hz | ARxs/Rys | < 5%
3x12 cycles
Condition B No pre-heat of samples.
Resistance to MIL-STD-202 |Temperature : 260+5C,Time : 10+1s No visible damage
Soldering Heat Method 210 |Immersion and emersion rate : 25mm/s +6 mm/s | ARx/Rs | < 5%
Number of heat cycles : 1
Lower test temp. : -55 +0/-3T
Upper test temp. : 150 +3/-0C
MIL-STD-202 ] ) No visible damage
Thermal Shock Maximum transfer time : 20 seconds.
Method 107 | AR2/R2s | = 5%

THINKING ELECTRONIC INDUSTRIAL CO., LTD.
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NTC Thermistor for Automotive: TSM-C Series

SMD NTC Thermistor fo

r Temperature Sensing

Item Standard Test conditions / Methods Specifications
Discharge capacitance : 150 pF
ESD AEC-Q200 |(Charging voltage: 6 kV No visible damage
-002 Contact discharge | ARx/Rys | = 5%
1 pulse in each polarity
a) 4 h @ 155C dry heat
N Dip @235+5C 5 +0/-0.5sec o
Solderability J-STD-002 ) ) 95% of termination wetted
b)Steam aging 8 h+15min @93+3C
Dip @260+5C  7+0.5sec
Electrical - R(-50C) - R(25T) ~ R(150C) o -
o Specifications Within the specified values
Characterization B(R25T/R85T)
AEC-Q200 .
Bend the board : 2mm (Min.) No visible damage
Board Flex -005 ) )
Duration of the applied forces : 60 (+5) Sec | ARuxs/Rys | < 5%
(JIS-C-6429)
Apply force :
AEC-Q200 o
) 0603=1.0kg (10 N) No visible damage
Terminal Strength -006
0805=1.8kg (17.7 N) | ARx/Rs | = 5%
(JIS-C-6429) ) .
Duration of the applied forces : 60 (+1) Sec
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NTC Thermistor for Automotive: TSM-C Series ¢

SMD NTC Thermistor for Temperature Sensing

B Package

® Taping Specification

2011.06

‘I‘iq. Do | Po |
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[ B !
Ao P2 P1
(Unit: mm)
ndex | Ao Bo w E F Py P2 Po Do Ko
Type 102 | #02 | +02 | 0.1 | 005 | #01 | #0.05 | 0.1 | #01 | *0.1
0603 1.1 1.9 8 1.75 3.5 4 2 4 1.55 0.95
0805 1.5 2.3 8 1.75 3.5 4 2 4 1.55 0.95
B Quantity
Type Quantity (pcs/reel)
= 0603 4,000
= 0805 3,500
3+[|.5 ! 3.0+0.5
—pa 120,15
1M0+0.5
®13.0+0.7
22105 (Unit : mm)
A
B Storage Conditions of Products
® Storage Conditions :
1. Storage Temperature: -10°C~+40°C
2. Relative Humidity: <75%RH
3. Keep away from corrosive atmosphere and sunlight.
® Shelf Life : 1 year
www.elitaliaweb.it
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