NTC Thermistor : TTCO05 Series

®5 mm Lead Type for Temperature Sensing/Compensation

Features

NGO RN~

RoHS compliant

Halogen-Free (HF) series are available

Body size: ®5mm

Radial lead resin coated

Operating temperature range: -30°C~+125C
Wide resistance range

Cost effective

Agency recognition: UL/ cUL / CSA/TUV/CQC

Recommended Applications

-

"

1. Home appliances
2. Automotive electronics
3. Computers
4. Switch mode power supplies
5. Adapters
Part Number Code
1 2 3 4 5 6 7 9 10 11 12 | 13 | 14
¢ I I
v v v v
Product Type Body Size Zero Power Tolerance of Appearance Optional Suffix
THINKING Resistance Ras :
TTC|NTC Thermistor| | 05 | ®5mm at25C (Ras) J +5% St;.“ihlt Ie;d Y Cc?n(:'_:int
TTC Series Ros <1000 £10% ink lea 2l
005: 5Q S RoHS & HF
015:15Q L £15% E Compliant
050:50Q
Ry5=100Q
101:100Q
682:6800Q
474:470000Q
B Structure and Dimensions
S type (Straight Lead) | type (Kink Lead)
D
—| T - T e
F—N 4
A
A
AR
v
P - ‘
L
P
d | d A
(Unit: mm)
Type D max. P d A max. L min. T max.
S Type 6.5 3.5+ 0.5 0.51£0.02 6.5 31 5
| Type 6.5 5+ 0.8 0.51£0.02 10 29 5
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NTC Thermistor : TTCO05 Series

®5 mm Lead Type for Temperature Sensing/Compensation

B Electrical Characteristics

Max. .
Part No. at 25°C Ros Value D|SS|paot|on Factor o e Range

220 UL 1 csa | Tuv | cac

R25(Q) (%) (K) | Poa(mw) | 8(mwreC) | t(Sec) | Ti~Tuccc) | /ULt

TTC05005[ ] 5 2400 N
TTC05010 ] 10 2800 R N Y
TTC05015 ] 15 2800 T v 1 vy
TTC05020[ ] 20 2800 N T I
TTC05025 ] 25 2900 T T v 1 vy
TTC05045[ ] 45 3100 v v 1 vy
TTC05050. ] 50 3100 T v 1 vy
TTC05060 ] 60 3100 N Y
TTC05085[ ] 85 3200 v v 1 v 1Y
TTC05090 ] 90 3200 N N
TTC05101 ] 100 3200 v I v 1 vy
TTC05121[] 120 3300 T T v 1 vy
TTC05151 ] 150 3300 v I v 1 vy
TTC05201 ] 200 3500 v v 1 v 1Y
TTC05221[] 220 3500 N Y
TTC05251 ] 250 3500 v v T v 1Y
TTC05301[] 300 3800 T T v 1 vy
TTC05471 ] 470 3500 v I v 1 vy
TTC05501 ] 500 3700 T v 1 vy
TTC05681[] 680 3800 N Y
TTC05701 ] 700 3800 v v v 1Y
TTC051020] 1000 3800 N Y
TTC05152(] 1500 3950 Approx. | Approx. N \ v Y <
TTC052020 ] | 2000 | > '™ 4000 | **° 4.5 20 | O T TV Ty
TTC05222] 2200 4000 v v 1 vy
TTC05252 ] 2500 4000 v v T v 1Y
TTC053020] 3000 4000 N Y
TTC05332] 3300 4000 v v v 1Y
TTC05402[] 4000 4000 T T v 1 vy
TTC05472] 4700 4050 v I v 1 vy
TTC05502 ] 5000 3950 T T v 1 vy
TTC05602(] 6000 4050 N Y
TTC05682 ] 6800 4050 v v T v 1Y
TTC05802[] 8000 4050 N Y
TTC05103] 10000 4050 v v 1 vy
TTC05123[] 12000 4050 T T v 1 vy
TTC05153 ] 15000 4150 N Y
TTC05203] | 20000 4250 T T v 1 vy
TTC05303] | 30000 4250 N Y
TTC05473] | 47000 4300 v v T v 1Y
TTC05503 ] | 50000 4300 T T v 1 vy
TTC05104[] | 100000 4400 T T v vy
TTC05154[] | 150000 4500 T T v 1 vy
TTC05204[] | 200000 4600 N Y
TTC05224 ] | 220000 4600 N N
TTC05474[] | 470000 4750 N N

Note 1: [ | = Tolerance of Rys
Note 2: UL File No: E138827

CSA File No: 97495

TUV File No: R 50050155

CQC File No: CQC05001011991 ; CQC05001011994
Note 3: Special specifications are available upon request.

N
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NTC Thermistor : TTCO05 Series 75

p—
| | rs
®5 mm Lead Type for Temperature Sensing/Compensation 4
B Max. Power Dissipation Derating Curve
A
Ty : Maximum operating temperature (C)
100%
° T, : Minimum operating temperature (C)
PTa
For example:
Pmax . o
Ambient temperature (Ta) = 55C
Maximum operating temperature (Ty) = 125C
0 R Pra= (Ty-Ta)/(Ty-25)xPmax = 70% Pmax
T|_ 0 25 TU

Ambient temperature (C)

B R-T Characteristic Curves (representative)
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NTC Thermistor : TTCO05 Series 75

®5 mm Lead Type for Temperature Sensing/Compensation e

B V-l Characteristic Curves (representative)

TTC05005~TTC05681
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NTC Thermistor : TTCO05 Series S ——

®5 mm Lead Type for Temperature Sensing/Compensation e

B Soldering Recommendation

® Wave Soldering Profile

4 Preheating Soldering
' —>

A
v

260°C Max

1

|

o |

=2 |
© :

(0] |

Q 1

£ :

F  130£20C , |
1

! |

I :

! !

! 1

Tamb ' !

! |

I :

! 1

v

Note 1: (1~3°C)/sec.
Note 2: Approx. 200°C/sec.
Note 3: 5C/sec. (Max.)

30~90 sec. <1 sec. <10 sec.

v

Time

® Recommended Reworking Conditions with Soldering Iron

Item Conditions

Temperature of Soldering Iron-tip 360°C (max.)
Soldering Time 3 sec. (max.)
Distance from Thermistor 2 mm (min.)
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NTC Thermistor : TTCO05 Series 75

®5 mm Lead Type for Temperature Sensing/Compensation

B Reliability

Item

Standard

Test conditions / Methods Specifications

Tensile Strength
of Terminals

IEC 60068-2-21

Gradually apply the specified force and keep the unit fixed for

10%1 sec.
Terminal diameter Force No visible damage
(mm) (Kg)
0.3<d=0.5 0.5

Bending Strength

IEC 60068-2-21

Hold specimen and apply the force specified below to each lead.
Bend the specimen to 90°, and then return to the original position.
Repeat the procedure in the opposite direction.

No visible damage

of Terminals Terminal diameter Force
(mm) (Kg)
0.3<d=0.5 0.25

At least 95% of terminal

Solderability IEC 60068-2-20 245 + 3°C,3 * 0.3 sec. electrode is covered by

new solder

Resistance to
Soldering Heat

IEC 60068-2-20

No visible damage

260 £ 3°C,10 * 1sec. | ARws/Ras | = 3 %

High -
Temperature | IEC 600068-2-2 125 + 5°C, 1000+ 24 hrs ‘Nzgs'/bée dfrﬂag‘i/
Storage 25/R25 | = 5 %
Damp Heat, Py 5 _OEo No visible damage
Steady State IEC 60068-2-78 40 £ 2°C , 90~95% RH, 1000 * 24 hrs | ARos/Ras | = 3 %

The conditions shown below shall be repeated 5 cycles.

Step Temperature (C) Period (minutes)
. 1 30£5 303 No visible damage
Rapid Change of | | 50068014
Temperature 2 Room temperature 5+3 | AR25/R2s5 | = 3 %
3 1255 303
4 Room temperature 5+3
Max. o No visible damage
Power Dissipation IEC 60539-1 25+ 5°C, Pmax., 1000+ 24 hrs | ARas/Ras | = 5 %
. MIL-STD-202F . No visible damage
Insulation Test -Method 302 1000 Vpc, 1 min =500 MQ
www.elitaliaweb.it
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NTC Thermistor : TTCO05 Series

®5 mm Lead Type for Temperature Sensing/Compensation

B Packaging

® Taping Specification :
S Type (Straight Lead)

AP AP Ah
«— P —» ‘\’ - ’“J" N
Y s SN | \ ! |
Q Q m \\\“‘\\\‘/”“"’/
- if
Q» i ] s ‘P‘] uais A T
W, Ho|M ‘
¥ I
4 \;v T / ( (
W Wl ) m& Kr\ M Yy O O ‘
o) > ) \ \k) NV, \3& ‘
L L 1 i i ) l
| I I l
T > [« -~ — i
L1 F |30 Do TJ
Taping Po 3 P P H H d Wo +(:/\;15 Wa +V:// AP | Ah Ly Do T
Dimension | 0.3 | +0.5 +1 0.7 | +2/-0 | Max. | £0.02 | =1 /_6 5 Max. 05 Max. | Max. | Max. | +0.2 | 0.2
Po12.7 | 127 | 35 | 127 | 460 | 18 | 28 | 05 | 12 9 3 18 1 2 | 05| 4 | o6
Pe15.0 | 150 | 35 | 150 | 575 | 18 | 28 | 05 | 12 9 3 18 1 2 | 05| 4 | o6
| Type (Kink Lead)
-— P — B
W, d_ H; \
| Ho |
w1 < <
W Wl (O O mk Qr\ Jan A O O |
o) &, DN P, & \
|+ ) i 1
1 - S D, ‘
L1 F PO T
v
===l
Taping Py F P P, Ho | H d Wo i (\)/\/715 W, l/;// AP | AR | L Do T
Dimension | 0.3 | 05 | +1 | %07 | 205 | Max. |20.02 | 1 |"%'° | Max | 7' | Max | Max. | Max. | 202 | 02
Po12.7 | 127 | 50 | 127 | 385 | 16 | 28 | 05 | 12 9 3 18 1 2 | o5 | 4 | 06
Pe15.0 | 150 | 50 | 150 | 500 | 16 | 28 | 05 | 12 9 3 18 1 2 | o5 | 4 | 06
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NTC Thermistor : TTCO05 Series

®5 mm Lead Type for Temperature Sensing/Compensation

B Quantity
® Bulk Packing
- Standard Lead Type Cut Lead Type
SIS Quantity (pcs/bag) Quantity (pcs/bag)
TTCO5 250 500
® Reel Packing:
. D D1 w Quantity
DRE (mm) | (mm) | (mm) | (pesireel)
TTCO05 340+10 311 55+1 2,500
® Ammo Packing:
Series Quantity (pcs/box)
TTCO5 2,000

B Warehouse Storage Conditions of Products

® Storage Conditions:

1. Storage Temperature: -10°C ~+40°C

2. Relative Humidity: =75%RH

3. Keep away from corrosive atmosphere and sunlight.

® Period of Storage: 1 year

THINKING ELECTRONIC INDUSTRIAL CO., LTD.
All specifications are subject to change without notice.
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NTC Thermistor : TTC3 Series

®3 mm Lead Type for Temperature Sensing/Compensation

B Features

NGO AN~

RoHS compliant

Halogen-Free(HF) series are available

Body size: ®3mm

Radial lead resin coated

Operating temperature range: -40°C~+125C
Wide resistance range

Cost effective

Agency recognition: UL / TUV / CQC

B Recommended Applications

o wbd =

Home appliances
Computers

Digital meters

Switch mode power supplies
Adapters

B Part Number Code

-

THINKING ELECTRONIC INDUSTRIAL CO., LTD.
All specifications are subject to change without notice.

i

1 2 3 4 5 6 7 8 9 10 1" 12 13 14 15 16
Product Type Body Size Definition Zero_ Power Tolerance B Value Tolerance of Optional Suffix
THINKING 3 [osmm || g \7aflue ;e,‘fs'fcta(';’e) = of Fﬁf:o/ 374 | 3740 1B Vai‘:f/ y RoHS
TTC |NTC Thermistor 25 A 39D 3935 A Compliant
TTC Series A | Bases | [102] TKQ G | #2% | [oorTa0my | L2 | 2% RoHS & HF
103 | 10KQ H | 3% 3 | 3% A | Compliant
B | Busso | | 473 | 47KQ 7| x5 | [39H | 3975 v
K | £+10% 520 | 5200 Appearance
E |Straight lead, pitch 2.54mm, ®0.5mm
P |Straight lead, pitch 5mm, ®0.5mm
L |Wider Kink, pitch 2.54mm, ®0.5mm
Q |Wider Kink, pitch 5mm, ®0.5mm
F |Outer Kink, pitch 2.54mm, ®0.5mm

www.elitaliaweb.it
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NTC Thermistor : TTC3 Series Y r—

-
®3 mm Lead Type for Temperature Sensing/Compensation -’—)

B Structure and Dimensions

T} A T Ty
© D D D "
i -1 A
H H
_ H Y
[ YN [ :
A
! H1
L L
P T 4 "~ P N P
Straight Lead Wider Kink Outer Kink
(Unit: mm)
Lead Type P Dmax. Tmax. Hmax. H1max. Imax. L d
2.54+1 4 3 5 -- 3
Straight Lead
51 6.5 5 7 -- 3
30~40
2.54+1 4 3 6 - - 0.5+0.02
Wider Kink
5+1 4 3 10 - -
Outer Kink 2.54+1 4 3 5 5.5 3 24.5~34.5
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NTC Thermistor : TTC3 Series T

-
®3 mm Lead Type for Temperature Sensing/Compensation =)
B Electrical Characteristics
i Safet
Resstnos | ot | B | Drecipaton | Dissipation| THoTIal | OPeia | approvais
Part No. at 25°C Ros alue Bvalue | ato5¢C Factor | Gonstant | Range | coc
Ras (KQ) (%) (K) (%) Pmax(MW) | 83(mW/°C) | < (Sec.) | Ti~Ty(°C) | YLk Tovica
TTC3A901[ ]39D* 0.9 3935 NN
TTC3A102[]39D* 1 3935 2.3 NN
TTC3A152[]39D* 1.5 3935 NN A
TTC3A202[ 139H* 2 3975 NN A
TTC3A222[ J39H* 2.2 3975 NN
TTC3A272[ J39H* 2.7 3975 NN
TTC3A302[ ]39H* 3 3975 NN
TTC3A332[]39H* 3.3 3975 NN A
TTC3A472[139H* 47 3975 NN A
TTC3A482[]395* 4.8 3950 NN
TTC3A482[]39H* 4.8 3975 | 1-2-3 |
TTC3A502[ ]39H* 5 3975 NN
TTC3A682 ]39H* 6.8 3975 NN A
TTC3A103[134D* 10 3435 NN A
TTC3A103[]374* 10 3740 NN
TTC3A103[J39H* 10 3975 NN
TTC3A123[]374* 12 3740 NN
25/85
TTC3A153[]374* 15 3740 NN A
TTC3A203[]374* 20 3740 NN A
TTC3A203[ 1426* 20 ! ‘25‘ 3 4260 | 2-3 150 =25 <18 | -40~+125 | v | N |
TTC3A223[]374* 22 3740 NN
TTC3A333[]409* 33 4090 NN
TTC3A473[]409* 47 4090 1 2.3 NN A
TTC3A503[ J39H* 50 3975 NN
TTC3A503[ 406* 50 4060 NN
TTC3A683[ 1419* 68 4190 NN
TTC3A104[1419* 100 4190 NN
TTC3A104[ 1436* 100 4360 NN
TTC3A154[ 1437+ 150 4370 5.3 NN
TTC3A204[ ]385* 200 3850 NN
TTC3A224[ 1437* 220 4370 NN
TTC3A334[ 1457+ 330 4570 NN
TTC3A474[ 1457+ 470 4570 NN A
TTC3A474[ 1520* 470 5200 3 NN
TTC3B202[ ]350* 2 3500 23 NN
TTC3B473[]39D* 47 3935 | 1-2-3 NN
TTC3B503[]440* 50 25/50 | 4400 v 3 NN
TTC3B434[ 1507* 430 5070 NN
TTC3B474[ 1520* 470 5200 3 NN

Note 1: [ ] = Tolerance of Rzs
* = Tolerance of B value
Note 2: UL File No: E138827, TUV File No: R50050155
CQC File No: CQC04001011945, CQC04001011966
Note 3: Special specifications are available upon request.
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NTC Thermistor : TTC3 Series 74

/J
T
®3 mm Lead Type for Temperature Sensing/Compensation —)

B Max. Power Dissipation Derating Curve

A
100% Ty : Maximum operating temperature ('C)
(o)
T, : Minimum operating temperature (C)
P
Ta For example:
Pmax . o
Ambient temperature(Ta) = 55°C
Maximum operating temperature(Ty) = 125C
Pra= (Ty-Ta)/(Ty-25)xPmax = 70% Pmax
O |-
T, 0 25 Tu
Ambient temperature (C)
B R-T Characteristic Curves
TTC3A901[ J39D*~ TTC3A474[ ]520* TTC3A102[_J39D*~ TTC3B434[ J507*
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< M
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< h3
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= e
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: N
100 \9“\ 100 \:I
—_ ;K 1:TTC3A474[ ]520* — H 1:TTC3B434[ ]507*
s o N > ~ 2:TTC3A224[ 1437 g Q’\% 2:TTC3A334[ 457
= ' O = = ~3 ~
=N e 3TTCIA1041436° @ 10 | S STTC3AT54[ 437"
2 = = 4TTC3B503 440" O h ~ TS |4TTC3A683419"
3 = ——— [ |5:TTC3A503[ ]406* ‘g — - — 5:TTC3A473[ 1409
g BRNNNES ~— |6:TTC3A3331409* 3 6:TTC3A203[ ]426*
Z s ——rrrcaazoa e @ = = 7T7csAt2s 7
= —~_ —— —18:TTC3A103[ [39H* == 8:TTC3A103[_|34D*
— [~ |9:TTC3A682( J39H" . S |1 9:TTC3A482[J39H"
01 ~ 1 |10:TTC3A482[1395* 0.1 T~ = | 10:TTC3A332 39H
—= — — 11 :TTC3A302[ J39H* T N 11: TTC3A222[ |39H*
——12:TTC3A202[ ]39H* - 12:TTC3B202[ ]350*
13:TTC3A901[ 139D* 13:TTC3A102[]39D*
0.01 L— - e : : 0.1
-40 -30 20 -10 O 10 20 30 40 50 60 70 80 90 100 110 120 130 -40 -30 -20 -10 O 10 20 30 40 50 60 70 80 90 100 110 120 130
Temperature (C) Temperature (C)
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NTC Thermistor : TTC3 Series 74

/.-I
T
®3 mm Lead Type for Temperature Sensing/Compensation =)

TTC3A152[ |39D*~ TTC3B474[ 1520
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7:TTC3A223[ |374*
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01 b T~ T 10:TTC3A502[ J39H*
11:TTC3A472[]39H*
12:TTC3A272[J39H*
13:TTC3A152[ ]39D*

/

Resistance(K Q)

7
/ / ,’/ / /

77
,/////

[ /]

0.01

-40 -30 20 -10 0 10 20 30 40 50 60 70 80 90 100 110 120 130

Temperature ('C)

B Soldering Recommendation
® Wave Soldering Profile

4 Preheating Soldering Cooling

260°C Max

Note 1: (1~3C)/sec.

Temperature

130£20°C Note 2: Approx. 200°C/sec.

Note 3: 5C/sec. (Max.)

Tamb

\4

Time

30~90 sec. <1 sec. <10 sec.

® Recommended Reworking Conditions with Soldering Iron

Item Conditions
Temperature of Soldering Iron-tip 360°C (max.)
Soldering Time 3 sec. (max.)
Distance from Thermistor 2 mm (min.)
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NTC Thermistor : TTC3 Series

®3 mm Lead Type for Temperature Sensing/Compensation

B Reliability
Item Standard Test conditions / Methods Specifications
Gradually apply the specified force and keep the unit fixed for 10+1 sec.
Tensile Terminal diameter Force
Strength of | IEC 60068-2-21 No visible damage
Terminations (mm) (Kg)
0.3<d=0.5 0.5

Bending
Strength of
Terminations

IEC 60068-2-21

Hold specimen and apply the force specified below to each lead. Bend the
specimen to 90°, and then return to the original position. Repeat the
procedure in the opposite direction.

Terminal diameter Force
(mm) (Kg)
0.3<d=0.5 0.25

No visible damage

Solderability

IEC 60068-2-20

245+3 °C, 3+0.3 sec.

At least 95% of
terminal electrode
is covered by
new solder

Resistance to

No visible damage

i -2- + 37 +
Soﬁ:;lng IEC 60068-2-20 260 £ 3C, 10 = 1 sec. | ARos/Ras | = 3 %
High No visible damage
Temperature | IEC 60068-2-2 125+£5°C, 1000 * 24 hrs Ros/Ros | < 30/
Storage | AR2s/R2s | = 5%
Damp Heat, 5 OO No visible damage
Steady State IEC 60068-2-3 40 +2°C ,90~95% RH , 1000 £ 24 hrs | ARss/Ras | = 3 %

The conditions shown below shall be repeated 5 cycles

Rapid Change Stfp Tempi:)atu;e () Periogo(migutes) No visible damage
of IEC 60068-2-14 40+ t ~ a0
Temperature 2 Room temperature 5+3 | ARes/Res | = 3%
3 125+ 5 30+3
4 Room temperature 5+3
Max. Power 5 No visible damage
- 25+5C,P ., 1000+ 24 h
Dissipation IEC 60539-1 C, Pmax., rs | AR2s/Ras | < 5%

THINKING ELECTRONIC INDUSTRIAL CO., LTD.
All specifications are subject to change without notice.
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NTC Thermistor : TTC3 Series Y r—

re
®3 mm Lead Type for Temperature Sensing/Compensation —)

B Packaging
® Taping Specification

Straight Lead

R
v
fw,
W,
S NSNS
w e i I i AN
) i I il i
.
LH . F
J (Unit:mm)
Taping | P | F | P | P | H [ Ho|d [ Wo | W | W | W [AP|AN| L | D | T
Dimension | 0.3 | #1 | 1 | 207 | +2:0 | Max [ 002 | #1 |07 max | T | Max | Max | Max | 02 | 102
127 | 254 | 127 | 508 | 18 | 25 | 05 | 12 | 9 | 3 | 18 | 1 2 | 05| 4 | 06
Po=12.7
’ 127 5 |127 |38 | 18 | 25 | 05 | 12 | 9 | 3 | 18 | 1 2 | 05| 4 | 06
15 | 254 | 15 | 623 | 18 | 25 | 05 | 12 | 9 | 3 | 18 | 1 2 | o5 | 4 |06
Po=15.0
’ 15 5 15 5.00 18 25 0.5 12 9 3 18 1 2 0.5 4 0.6
Wider Kink
| P '
| |
: | _
A
P, E
* o Ho H1
T *Wz
Wy Y i
LI Wl L) N LD HYso .Y
W Wl o o N o I \?/
+ Il I Iil Il I I Il I
|
Lﬁ - _F - . - .
- - <7P04> Do
(Unit:mm)
Taping | Po | F | P | Pr| Ho | M| d | Wo | Wi | W | W | AP | Ah| L | D | T
Dimension | 03 | #1 | 1 | 207 | 05 | Max [ 2002 | #1 |0 max | T | Max | Max | Max | 02 | 202
127 | 254 | 127 | 508 | 16 | 26 | 05 | 12 | 9 | 3 | 18 | 1 2 | o5 | 4 |06
Po=12.7
° 12.7 5 12.7 | 3.85 16 26 0.5 12 9 3 18 1 2 0.5 4 0.6

THINKING ELECTRONIC INDUSTRIAL CO., LTD. 45 g&ﬂ%ﬂ__‘l} m:vé';liltt:llil:v‘c’:g .iltt 2012.08

All specifications are subject to change without notice.




NTC Thermistor : TTC3 Series Y r—

re
®3 mm Lead Type for Temperature Sensing/Compensation =)

Outer Kink

v
tE
W‘|*
L AN N e h
S T
L
L . <F .
(Unit:mm)
Taping Po F P P4 Ho H1 d W Wi W, w AP Ah L4 Do T
Dimension | 0.3 | #1 | 1 | 207 | 105 | Max [ 2002 | #1 |07 max | T | Max | Max | Max | 02 | 102
P=12.7 | 127 | 254 | 127 | 508 | 16 | 26 | 05 | 12 9 3 18 1 2 05 4 0.6
B Quantity
® Bulk Packing
Series Quantity (pcs/bag)
TTC3 500 L
® Reel Packing ”
Series Quantity (pcs/reel) .
TTC3 2,500 46+1
(Unit; mm)
® Ammo Packing
Series Quantity (pcs/box)
TTC3 2,500

5045

B Warehouse Storage Conditions of Products
@ Storage Conditions:

1. Storage Temperature: -10°C~+40C
2. Relative Humidity: =75%RH
3. Keep away from corrosive atmosphere and sunlight.

® Period of Storage : 1 year
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