ORDERING INFORMATION (1)

FOR EXMAPLE:
B 106 CU-F NG T 50
1 2 3 45 6 7 8

1. SERIES CODE: 3. BODY MATERIAL:

“B” BNC “CU” BRASS
“F” F “ZN” ZINC
“N” N “DC” DIECAST
“P” PAL,IEC(EUROPEAN) “FE” STAINLESS STEEL
“R” RCA(CINCH) 4. CABLE GROUP CODE:
“T” TNC (PLEASE SEE NEXT PAGE!)
“U” UHF A,B,C,D,F,G,HK,.L,M,N,P,
“EB” 1.0/2.3 Q1-Q9, R1-R9, S1-S9, T1-T9,
“EE” 1.6/5.6 U1-U9, V1-V9, W1-W9, Y1-Y9,
“MC” MCX(LUCENT) 01-99, X
“MM” MMCX 5.BODY FINISH:

- “MU” MINI UHF “G” GOLD PLATED
“NP” FME,SAP(NIPPLE) “N’ NICKEL PLATED
“PAT” PATCH “S§” SILVER PLATED

“RB” REVERSE BNC
“RM” REVERSE MMCX
“RN” REVERSE N

“RS” REVERSE SMA
“RSB” REVERSE SMB
“RT” REVERSE TNC
“SA” SMA

“SB” SMB

“SC” SMC

“SS” SSMA

“ST” SSMB

“SZ” SMZ(75 OHM SMB)
“SMX” SMCX

“TB” TWIN BNC

“TN” TWINAX

2. CONNECTOR NO.:
001 till 999

“C” CHROME PLATED
“T” TIN PLATED
“X” NIL

. CENTER CONTACT FINISH:

“G” GOLD PLATED
“N” NICKEL PLATED
“T” TIN PLATED

‘GX” NIL

. INSULATION:

“D” DELRIN, TPX
“T” TEFLON

“P” PBT

“H” P.P.

. IMPEDANCE:

“50” 50 OHMS
“75” 75 OHMS
“93” 93 OHMS
“00” NON CONSTANT

tel. 02.3361.1626 info@elitaliaweb.it
-2- fax 02.2626.1009 www.elitaliaweb.it

SLZILA




ORDERING INFORMATION (2)

CODE CABLE GROUP CODE CABLE GROUP

A RGS5,5A,6,6A,222/U Ul CT100

B RG8,8A,213,393/U U2 H122

C RG9,9A,9B,214/U U3 H155

D RG11,11A/U U4 14-RID19/11M

E RG22A,22B/U U5 H500

F RG58,58A,58C,141,141A,303/U U6 RG6/U QUAD

G RG59,59A,59B,62,62A,62B,140,210/U U7 RG402/U

H RG71,71A,71B/U U8 RG405/U

K RG55,55B,142/U U9 RG59/U QUAD

L RG174,188,188A,316/U V1 RG124/U

M RG178,178A,178B,196,196A/U V2 SDV

N RG179,187,187A/U,B9221 V3 FLEX3

P RG223/U V4 FLEXS
Q1 B8281,B9231,B9141 Vs HF50
Q2 B8227,B9207 V6 RG316/U DOUBLE BRAIDED
Q3 RG11/U-AWG14,B8213,B8292 V7 RG179/U DOUBLE BRAIDED
Q4 AF50 V8 RG58 PLENUM,THINNET,B88240
Q5 5D-2V V9 B9100
Q6 12D-2V W1 5D-FB
Q7 8D-2V w2 RG59/U-AWG20
Q8 8D-FB W3 RG59/U PLENUM
Q9 10D-2V W4 RG59/U PLENUM-AWG20
R1 .141 SEMI-RIGID,RG402/U W5 5CFB
R2 .085 SEMI-RIGID,RG405/U W6 AWG26
R3 .250 SEMI-RIGID W7 TWC-78-2 & 9272 (OD .24”)
R4 .047 SEMI-RIGID w38 TWC-78-1(0OD .15”)
R5 RLF5 W9 M17/176 00002
R6 RG735A/U X NIL, ADAPTER
R7 RLF7 Y1 LMR100
R8 B88281 Y2 LMR200,B7807A
R9 B89913 Y3 LMR195

S1 ST-212 Y4 LMR400,B9913,B7810A,B8214
S2 ST-214 Y5 LMR240,B7808A,8X

S3 3C-2V Y6 LMR600

S4 3C2W Y7 B1694A,B9248

S5 5C-2V Y8 B8227,B89207

S6 2YCCY Y9 LOW LOSS CABLE

S7 7C-2V 01 0.6/2.8MM CABLE

S8 1.5C-2V 02 1.0/4.8MM CABLE

S9 2.5C-2V 03 1.0/6.6MM CABLE

Tl BT2001 04 RG180,195,122/U,B1865A,B8218
T2 BT2002 07 AIRCELL 7

T3 BT2003 08 AIRCOM PLUS

T4 BT3001 13 1.13MM CABLE

T5 BT3002 14 0.80MM CABLE

T6 RG6 PLENUM,B1695A 15. 2.00MM CABLE

- T7 RA7000 16 1.5DS
T8 RA8000 40 RG400/U
T9 RG312/U 56 RG56/U
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1.0/2.3 SERIES CONNECTORS & ADAPTERS

50 Ohm 0-4GHz

The 1.0/2.3 coaxial inserts are suitable for applications up to 4 GHz and Inserts feature a slide-on coupling mechanism, which
ensures a short connect-disconnect time.

It has impedance accuracy, fast and easy assembly as well as high reproducibility.

Interface Dimensions:
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Plug Jack
min. max. min. max.
A 0.48/.019 0.52/.020 4.50/.177 -
B 1.00/.039 nom. 1.00/.039 nom.

C 4.66/.183 4.78/.188 4.03/.159 4.15/.163
D 4.20/.165 4.28/.169 3.00/.118 3.06/.120
E 5.40/.213 5.70/.224 5.80/.228 5.90/.232
F 9.25/.364 9.35/.368 1.15/.045 1.45/.057
G 5.20/.205 5.50/.217 0.50/.020 0.60/.024

H - 1.15/.045 - -

Electrical:
Impedance 50 ohm
Frequency Range 01to 4.0 GHz
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1.0/2.3 COAXTAL CONNECTORS

EB051CU-**GTS0
1.0/2.3 PLUG CRIMP TYPE
RG174U,RG316U:
EB051CU-LGGT50
EB051CU-LNGT50
RG179U,RG187U:
EB051CU-NGGT50
EB051CU-NNGT50
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EB056CU-**GT50
1.0/2.3 PLUG CRIMP TYPE
RG174U,RG316U:
EB056CU-LGGT50
EB056CU-LNGT50
RG179U,RG187U:
EB056CU-NGGT50
EB056CU-NNGT50 -
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(AFTER ASSEMBLY) 2'3——1*126’0
EBO052CU-**GT50 EBO053CU-**GT50
1.0/2.3 JACK CRIMP TYPE 1.0/2.3 JACK CRIMP
RG174U,RG316U: BULKHEAD TYPE
EB052CU-LGGT50 RG174U,RG316U:
EB052CU-LNGT50 EB053CU-LGGTS0
RG179U,RG187U: EB053CU-LNGT50
EB052CU-NGGT50 RG179U,RG187U:
EB052CU-NNGT50 EBO053CU-NGGT50
EB053CU-NNGT50
m__ ] 4.5 ON FLATS
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(AFTER ASSEMBLY) (AFTER ASSEVELY)
EB0SSCU-X*GT50 EB054CU-X*GTS0
1.0/2.3 JACK R/A 1.0/2.3 JACK STRAIGHT
PCB MOUNT TYPE PCB MOUNT TYPE
EBO055CU-XGGT50 EB054CU-XGGT50
EB055CU-XNGT5S0 EB054CU-XNGT50
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