1.6/5.6 SERIES CONNECTORS & ADAPTERS

75 Ohm 0-1GHz

1.6/5.6 Connectors are suitable for use in 75 Ohm standard in telecommunication systems in many parts of the world.
These connectors feature screw coupling to ensure mating integrated and snap coupling for ease of connection and

disconnection.

Interface Dimensions:
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Electrical:
Impedance 750hm
Frequency. Range Oto1GHz
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1.6/5.6 COAXIAL CONNECTORS (1)

EE201CU-*NGT75
1.6/5.6 PLUG CLAMP
RIGHT ANGLE TYPE
RG179U,RG187U:
EE201CU-NNGT75
2.5C2V CABLE:
EE201CU-SINGT75
2YCCY CABLE:
EE201CU-S6NGT75

EE217CU-*NGT75
1.6/5.6 PLUG CLAMP TYPE
RG179U,RG187U:
EE217CU-NNGT75

2.5C2V CABLE:
EE217CU-S9NGT75
2YCCY CABLE:
EE217CU-S6NGT75

EE211CU-*NGT75
1.6/5.6 PLUG CRIMP
RIGHT ANGLE TYPE
RG179U,RG187U:
EE211CU-NNGT75
2.5C2V CABLE:
EE211CU-S9NGT75
2YCCY CABLE:
EE211CU-S6NGT75

EE209CU-*NGT75
1.6/5.6 PLUG CRIMP TYPE
RG179U,RG187U:
EE209CU-NNGT75
2.5C2V CABLE:
EE209CU-S9NGT75
2YCCY CABLE:
EE209CU-S6NGT75

EE216CU-*NGT75
1.6/5.6 JACK CLAMP TYPE
RG179U,RG187U:
EE216CU-NNGT75

2.5C2V CABLE:
EE216CU-SINGT75
2YCCY CABLE:
EE216CU-S6NGT75

EE202CU-*NGT75
1.6/5.6 JACK CLAMP
RIGHT ANGLE TYPE
RG179U,RG187U:
EE202CU-NNGT75
2.5C2V CABLE:
EE202CU-SINGT75
2YCCY CABLE:
EE202CU-S6NGT75

EE208CU-*NGT75
1.6/5.6 JACK CRIMP TYPE
RG179U,RG187U:
EE208CU-NNGT75
2.5C2V CABLE:
EE208CU-S9NGT75
2YCCY CABLE:
EE208CU-S6NGT75

EE221CU-*NGT75
1.6/5.6 JACK CRIMP
ISOLATED TYPE
RG179U,RG187U:
EE221CU-NNGT75
2.5C2V CABLE:
EE221CU-SINGT75
2YCCY CABLE:
EE221CU-S6NGT75

EE234CU-*NGT75
1.6/5.6 PLUG CRIMP TYPE
RG58U,RG141U:
EE234CU-FNGT75
RG59U,RG62U:
EE234CU-GNGT75
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1.6/5.6 COAXIAL CONNECTORS (2)

EE210CU-*NGT75
1.6/5.6 JACK CRIMP
RIGHT ANGLE TYPE
RG179U,RG187U:
EE210CU-NNGT75
2.5C2V CABLE:
EE210CU-SINGT75
2YCCY CABLE:
EE210CU-S6NGT75

EE222CU-*NGT75
1.6/5.6 JACK CRIMP

R/A ISOLATED TYPE
RG179U,RG187U:
EE222CU-NNGT75
2.5C2V CABLE:
EE222CU-S9NGT75
2YCCY CABLE:
EE222CU-S6NGT75

EE206CU-XNGT75
1.6/5.6 JACK SOLDER
BULKHEAD TYPE

EE233CU-*NGT75
1.6/5.6 JACK R/A CRIMP
BULKHEAD TYPE
RG174U,RG316U:
EE233CU-LNGT75
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EE232CU-*NGT75
1.6/5.6 JACK CRIMP
BULKHEAD TYPE
RG174U,RG316U:
EE232CU-LNGT75
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EE225CU-XNGT75
1.6/5.6 JACK STRAIGHT
PCB MOUNT TYPE
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EE224CU-XNGT75
1.6/5.6 JACK RIGHT ANGLE
PCB MOUNT TYPE
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1.6/5.6 JACK SOLDER
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1.6/5.6 COAXTAL CONNECTORS (3)

EE212CU-X*GT75
1.6/5.6 PLUG

PCB MOUNT TYPE
EE212CU-XGGT75
EE212CU-XNGT75

EE205CU-X*GT75
1.6/5.6 JACK

PCB MOUNT TYPE
EE205CU-XGGT75
EE205CU-XNGT75
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EE240CU-**GT75
1.6/5.6 JACK

BULKHEAD CRIMP TYPE
EE240CU-*GGT75
EE240CU-*NGT75

8.0 [0:315] Ms x PO.5

EE238CU-X*GT75
1.6/5.6 JACK

BULKHEAD SOLDER TYPE
EE238CU-XGGT75
EE238CU-XNGT75

EE239CU-X*GT75
1.6/5.6 JACK

BULKHEAD RECEPTACLE
EE239CU-XGGT75
EE239CU-XNGT75

|————24.0 [0.944]
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EE241CU-**GT75
1.6/5.6 JACK R/A
BULKHEAD CRIMP TYPE
EE241CU-*GGT75
EE241CU-*NGT75
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EE214CU-***T75
1.6/5.6 JACK

BULKHEAD CRIMP TYPE
RG179U,RG187U
EE214CU-NGGT75
EE214CU-NNGT75
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EE203CU-X*GT75
1.6/5.6 PLUG

R/A PCB MOUNT TYPE
EE203CU-XGGT75
EE203CU-XNGT75
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EE204CU-XNGT75
1.6/5.6 JACK R/A
PCB MOUNT TYPE
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EE244CU-XNGT75
1.6/5.6 JACK R/A
PCB MOUNT TYPE
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1.6/5.6 COAXIAL ADAPTERS

EE218CU-XNGT75
1.6/5.6 DOUBLE MALE

EE220CU-XNGT75
1.6/5.6 DOUBLE FEMALE

EE229CU-XNGT75
1.6/5.6 DOUBLE FEMALE
SOLDER PANEL TYPE

EE228CU-XNGT75
1.6/5.6 MALE TO
1.6/5.6 DOUBLE FEMALE

v
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EE242CU-XNGT75
1.6/5.6 DOUBLE FEMALE

EE207CU-XNGT75
1.6/5.6 TRIPLE FEMALE

EE230CU-XNGT75 EE223CU-XNGT75 EE213CU-XNGT75
1.6/5.6 MALE TO 1.6/5.6 DOUBLE FEMALE 1.6/5.6 DOUBLE MALE
1.6/5.6 DOUBLE FEMALE “U” LINK TYPE
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EE219CU-XNGT75 EE226CU-XNGT75 EE243CU-XNGT75
1.6/5.6 FEMALE TO 1.6/5.6 DOUBLE FEMALE 1.6/5.6 FEMALE TO
1.6/5.6 DOUBLE MALE BULKHEAD TYPE
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1.6/5.6 DOUBLE MALE
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