BNC SERIES CONNECTORS

50 Ohm 0-4GHz/75 Ohm 0-1GHz

BNC coaxial connectors are miniature, light-weigh and can operate satisfactorily up to 11GHz.

The connector is typically used in applications from DC to 4 GHz and yield low reflection in this frequency range.

They’re one of the world’s popular RF connectors.

They are prevalent in computer networks, audio, video, date processing and telecommunications equipment because of their
size and relatively low installed cost and cable terminations are available in crimp, clamp, solder and jacket quick twist
configurations.

The two-stud bayonet lock coupling provides ease of connection and disconnection and is ideally suited for applications such

as test equipment where this feature is notably significant.

Interface Dimensions:
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Electrical:
Impedance 50 ohm 750hm
Frequency Range 0to 4.0 GHz 0 to 1GHz

VSWR
Insertion Loss

Straight: 1.3max ; Right angle: 1.35max
0.2dB max @ 3GHz
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BNC FEMALE CONNECTORS (1)

B146**_#*%%kkk

BNC JACK CRIMP TYPE
BI46CU-F***50 (UG-1794/1))
B146CU-G***75 (UG-1798/U)

RG38U RGI1411I:
B146CU-FNGDS0
B146CU-FNGTS0
RG59URG62U:
B146CU-GNGD75
B146CU-GNGT75
RG6U,RGSLI:
Bl146CU-ANGD75
B146CU-ANGT75
RG142U,RG55U:
Bl46CU-KNGDS50
Bl146CU-KNGTS0
RG174U,RG316L:
B146CU-LNGDS0
B146CU-LNGTS0
RG179U,RG187U:
B146CU-NNGD75
B146CU-NNGT75

Bllg**_‘******

BNC JACK CRIMP

PANEL RECEPTACLE
BI19CU-F***50 (UG-1802/U)
BI19CU-G***75 (UG-1801/U)
RG58URGI411I:
BII9CU-FNGD50

B119CU-FNGTS0
RG59U RG62U:

B119CU-GNGD75
B119CU-GNGT75

BIIS**_******

BNC JACK CRIMP
BULKHEAD TYPE
B11BCU-F***50 (UG-1804/U)
B118CU-G***75 (UG-1807/U)

RG58URGI41U:
BI18CU-FNGDS50
B118CU-FNGTS0
RG59U,RGH21:
Bl11BCU-GNGDT5
B118CU-GNGTT75
RG174U,RG316U:
BIIBCU-LNGD30
BI18CU-LNGTS0
RG179U,RG187U:
B118CU-NNGD75
BIIRCU-NNGTT75

B284C N -**x&%x
BNC JACK ISOLATED
CRIMP BULKHEAD
RG58U.RG1411:
B2R4CU-FNGDS0
B2B4CU-FNGT50
RG59URG6E2U:
B2B4CU-GNGD75
B284CU-GNGT75

BH'G“**-******
BNC JACK CRIMP
BULKHEAD TYPE
RG58U,RG141U:
B360CU-FNGDS0
B360CU-FNGTS0
RG39U,RG62U:
B360CU-GNGD75
B360CU-GNGT75
RG174U,RG316U:
B360CU-LNGDS50
B360CU-LNGT50
RG179U,RG187U:
B360CU-NNGD75
B36OCU-NNGT75

&

B266**-**%%%*
BNC JACK

QUICK CRIMP TYPE
RGSBURG1411%:
B266CU-FNGDS0
RG39U RG621:
B266CU-GNGDTS

Bl122**_ X *k%%%

BNC JACK SOLDER

PANEL MOUNT TYPE
BI22CU-X***** (UG-290/U)
STANDARD PART NO.;
B122CU-XNGDS0
BI122CU-XNGD75

-16-

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it




BNC FEMALE CONNECTORS (2)

B1Q3**_*®%kk*

BNC JACK CLAMP TYPE
B103CU-F***50(UG-89C/U)
B103CU-G***75(UG161C/U)
RG58U,RG141U:
B103CU-FNGD50
B103CU-FNGTS50
RGS9U,RG62U:
B103CU-GNGD75
B103CU-GNGT75

B104CU_******
BNC JACK CLAMP
PANEL MOUN TYPE
RG58U,RG141U:
B104CU-FNGD56
B104CU-FNGT50
RG59U,RG62U:
B104CU-GNGD75
B104CU-GNGT75
RG174U,RG316U:
B104CU-LNGD50
B104CU-LNGT50
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B374CU-X*****
BNC JACK BULKHEAD
RIGHT ANGLE TYPE
STANDARD PART NO.
B374CU-XNGD50

8105**_******

BNC JACK CLAMP
BULKHEAD TYPE
B105CU-F***50 (UG-909/U)
B105CU-G***75 (UG-910B/U)
RG58URG141U:
B105CU-FNGD50
B105CU-FNGTS50
RG59U,RG62U:
B105CU-GNGD75
B105CU-GNGT75
RG174U,RG316U;
B105CU-LNGD50
B105CU-LNGT50

B120F%*_*x&txx
BNC JACK TWIST ON
RGS58URG141U:
B120CU-FNGD50
B120CU-FNGT50
RGS9U,RG62U:
B120CU-GNGD75
B120CU-GNGT75
RG6U,RG5U:
B120CU-ANGD75
B120CU-ANGT75
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B363CU-X*****

BNC JACK ISOLATED
SOLDER BULKHEAD TYPE
WITH METAL THREAD
STANDARD PART NO.:
B363CU-XNGT50
B363CU-XNGT75

B123**_X*****

BNC JACK SOLDER
BULKHEAD TYPE
B123CU-X*****(UG-1094/U)
STANDARD PART NO.:
B123CU-XNGD50
B123CU-XNGD75
B123CU-XNGT50
B123CU-XNGT75

B2ET**_X *kx*k
BNC JACK SOLDER
BULKHEAD TYPE
WITH LONG THREAD
STANDARD PART NO.:
B267CU-XNGD50
B267CU-XNGD75
B267CU-XNGTS0
B267CU-XNGT75

B151**_X**%%*
BNC JACK BULKHEAD
ISOLATED TYPE
STANDARD PART NO.:
B151CU-XNGD50
B151CU-XNGD75
B151CU-XNGT50
B15S1CU-XNGT75
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BNC FEMALE CONNECTORS (4)

B270CU-XNGD50
B270CU-XNGD75

B270CU-XNGD93
BNC FEMALE TERMINATOR
WITH PLASTIC END CAP

B376CU-XNGD50
B376CU-XNGD75

B376CU-XNGD93
BNC FEMALE TERMINATOR
ALL METAL TYPE

B276CU_******
BNC PLUG

CLAMP LOCK TYPE
RG58U,RG141U:
B276CU-FNGD50
B276CU-FNGT50
RGS59U,RG62U:
B276CU-GNGD75
B276CU-GNGT75
RG6U,RGSU:
B276CU-ANGD75
B276CU-ANGT75

B271CU-XNGD50
B271CU-XNGD75

B271CU-XNGD93
BNC FEMALE TERMINATOR
ALL METAL TYPE

B108CU-XNXX
PROTECTIVE CAP FOR
BNC FEMALE CONNECTOR
B108CU-XNXX (CW-123)

B469C-*****%
BNCIJACK
CRIMP/SOLDER TYPE
RG58U,RG141U:
B463CU-FNGD50
B469CU-FNGT50
RGS9U,RG62U::
B469CU-GNGD75
B469CU-GNGT75
RG174U,RG316U:
B469CU-LNGD50
B469CU-LNGT50
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L—izs.z [0.992]

J9_3 [0.366] -

B272CU-XNGD50
B272CU-XNGD75

B272CU-XNGD93
BNC FEMALE TERMINATOR
ALL METAL WITH CHAIN

B472CU-XNGD**
BNC JACK SOLDER
PANEL MOUNT TYPE

i3

5254
82.3
5]
|
l

B473CU-XNGD**
BNC JACK SOLDER
PANEL MOUNT TYPE
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BNC FEMALE CONNECTORS (10)

B336ZN-XNGD**
BNC RECEPTACLE
BULKHEAD TYPE
STANDARD PART NO.:
B336ZN-XNGD50
B336ZN-XNGD75

B329ZN-XNGD**
BNC RECEPTACLE JACK
BULKHEAD TYPE
STANDARD PART NO.:
B329ZN-XNGD50
B329ZN-XNGD75
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B428ZN-XNGD**

BNC RECEPTACLE JACK

BULKHEAD TYPE

STANDARD PART NO.:

B428ZN-XNGDS0

BA2BZN-XNGD75
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BNC FEMALE CONNECTORS (15)

B468C-***%%%
BNC JACK BULKHEAD
CRIMP TYPE
(WATERPROOF)
RG58U,RG141U:
B468CU-FNGD50
B468CU-FNGT50
RG59U,RG6H2U::
B468CU-GNGD75
B468CU-GNGT75
RG174U,RG316U:
B468CU-LNGD50
B468CU-LNGT50

1/2"-28UNEF HEX 17.5 [0.689]

11.9 [0.469]

26.7 [1.169]

]

12.7 [0.500]

B449CJ-** %% %%
BNC JACK/PLUG
RIGHT ANGLE
CRIMP TYPE
RG179U,RG187U:
B449CU-NNGD75
B449CU-NNGT75
2.5C2V CABLE:
B449CU-SONGD**
B449CU-SINGT+*
" 2YCCY CABLE:
B449CU-S6NGD**
B449CU-S6NGT=*
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B448C[-**%%%%

BCN JACK RIGHT ANGLE
BULKHEAD CRIMP TYPE
RG174U,RG316U:
B448CU-LNGD50
B448CU-LNGT50
RG179U,RG187U:
B448CU-NNGD75
B448CU-NNGT75

Max Panel 49

T-Q@

oSt

B465CU-XNGD**
BNC DOUBLE JACK
PCB MOUNT TYPE
B465CU-XNGD50
B465CU-XNGD75

B376CU-XNGD**

BNC FEMALE TERMINATOR
B376CU-XNGD50
B376CU-XNGD75
B376CU-XNGD93

B40SCU-XNGD**
BNC FEMALE TERMINATOR

B373CU-XNGD50
BNC JACK CHASSIS
PCB MOUNT TYPE

B372CU-X******
BNC JACK
CHASSIS MOUNT

B464CU-X*****
BNC JACK RIGHT ANGLE
CHASSIS MOUNT TYPE
STANDARD PART NO.:
B464CU-XNGD50
B464CU-XNGD75

B274*%*. X**%%x%

BNC JACK MOLDED TYPE
STANDARD PART NO.:
B274CU-XNGD50

SLZILA
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