BNC SERIES CONNECTORS

50 Ohm 0-4GHz/75 Ohm 0-1GHz

BNC coaxial connectors are miniature, light-weigh and can operate satisfactorily up to 11GHz.

The connector is typically used in applications from DC to 4 GHz and yield low reflection in this frequency range.

They’re one of the world’s popular RF connectors.

They are prevalent in computer networks, audio, video, date processing and telecommunications equipment because of their
size and relatively low installed cost and cable terminations are available in crimp, clamp, solder and jacket quick twist
configurations.

The two-stud bayonet lock coupling provides ease of connection and disconnection and is ideally suited for applications such

as test equipment where this feature is notably significant.

Interface Dimensions:
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s A 1.32/.052 1.37/.054 2.06/.081 2.21/.087
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G 5.28/.208 5.79/.228 10.97/.432 11.07/.436
B H 0.08/.003 - 10.52/.414 -
[P | - - 8.31/.327 8.51/.335
A== < J - ; 4.72/.186 5.23/.206
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Electrical:
Impedance 50 ohm 750hm
Frequency Range 0to 4.0 GHz 0 to 1GHz

VSWR
Insertion Loss

Straight: 1.3max ; Right angle: 1.35max
0.2dB max @ 3GHz
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BNC FEMALE CONNECTORS (3)

B447CU-X***%*
BNC JACK ISOLATED
R/A PCB MOUNT TYPE
STANDARD PART NO.:
B447CU-XNGD50
B447CU-XNGD75

B492ZN-XNGD**
BNC PLUG R/A

PCB MOUNT TYPE

WITH AUTO TERMINATION
B492ZN-XNGD50
B492ZN-XNGD75

B493ZN-XNGD**
BNC PLUG STRAIGHT

PCB MOUNT TYPE

WITH AUTO TERMINATION
B493ZN-XNGD50
B493ZN-XNGD75

B1 79**_X*****
BNC JACK

PCB MOUNT TYPE
STANDARD PART NO.:
B179CU-XNGD50
BI7T9CU-XNGD75
BI79ZN-XNGD50
BI179ZN-XNGD75

e B
o &

3364(_‘[]_}(*****
BNC JACK

PCB. MOUNT TYPE
STANDARD PART NO.:
B364CU-XNGDS0
B364CU-XNGD75

H B+

pak]

—

Mounting Holes
2 @

&

o
Dhn 1508 1016

B451]C U_x*****
BNC JACK

PCB MOUNT TYPE
STANDARD PART NO.:
B450CU-XNGD50
B4S0CU-XNGD75

105

[ e

17

—-—

B365CU-X***%%*
BNC JACK R/A

PCB MOUNT TYPE
STANDARD PART NO.:
B365CU-XNGD50
B365CU-XNGD75

e

1B~
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BNC FEMALE CONNECTORS (5)

B4S7TZN-XNGH**B B339ZN-XNGH***

BNC RIGHT ANGLE PCB MOUNT JACK BNC RIGHT ANGLE PCB MOUNT JACK
BLACK BODY WITH NUT & WASHER ISOLATED TYPE WITHNUT & WASHER
& 2 ROUND POSTS, HEIGHT=15.8MM & 2 ROUND POSTS, HEIGHT=15.8MM
B457ZN-XNGH50B B=BLACK W=WHITE
B457ZN-XNGH75B B339ZN-XNGHS0B

B339ZN-XNGHS50W

147 B339ZN-XNGH75B

1/2-28UNEF-2A
= B339ZN-XNGH75W
QC 1 /2= 28UNEF—2A — 145

m@l

35.6 REF

29.620.1
11.0

5.08] 7.3 218 |

35.6_REF

LOCK WASHER RECOMMENDED MOUNTING HOLE
172 2AUNEF-2D  AXTNUM PANEL THICKNESS:S.5MM

@\ 1016 —92.01£0.
~ 2-¢2.0140.05 LOCK WASHER

1/2-28UNEF-28
] $ CLAMP NUT RECOMMENDED MOUNTING HOLE

Lells a 2-90.89£C.08 MAXIMUM PANEL THICKNESS:5.5MM
of O 3

o PN H| H '"L_+

g ®lda
A 2sd_|s0 10.16

f*——|‘ 2-92.01£0.05

> ! )| O
|
) RECOMMENDED PC BOARD LAYOUT
@ - WITHOUT MOUNTING POSTS

B459ZN-XGGH**B
BNC RIGHT ANGLE PCB MOUNT JACK
GOLD-PLATED BODY WITH NUT & WASHER

2-90.8940.08

4.8+0.5
e
L F

2.54 5.08

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOQUNTING POSTS

& 2 ROUND POSTS, HEIGHT=15.8MM B356ZN-XNGT**
B459ZN-XGGH50B BNC RIGHT ANGLE PCB MOUNT JACK
B459ZN-XGGH75B LENGTH=28MM, TEFLON INSULATION
B356ZN-XNGT50
1.7 B356ZN-XNGT75

4.20.5
4.016.3

~
el
29 6:01;

|
_ At

+ 28.0

A

35.6 REF

508 7.3

12.83*¢"
RECOMMENDED MOUNTING HOLE
MAXIMUM PANEL THICKNESS.S.5MM

P

f—10.4—

LOCK WASHER

1/2-28UNEF-28
C{AMF NUT 3.3 #2.11

£}

@/ -
&
Fan

33

6.8

1048 2-¢2.01£0.05
S

3}’ $ EB 2-¢06840.08
3

2117 |

MATERIAL & FINISH

'R CONTACT :BRONZE,GOLD PLATING 3u’
O CENTE hy RECOMMENDED PC BOARD LAYOUT
@ BonY :ZINC ALLOY NICKEL PLATING WITHOUT MOUNTING POSTS
@ INSULATOR TPX
@ INSULATOR STEFLON

2.54/._{5.08

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

@DVZ] ILIM tel. 02.3361.1626 info@elitaliaweb.it
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BNC FEMALE CONNECTORS (6)

B456ZN-XNGH**B

BNC RIGHT ANGLE PCB MOUNT JACK
BLACK BODY WITH NUT & WASHER
& 2 ROUND POSTS, HEIGHT=13.16MM
B456ZN-XNGH50B

B456ZN-XNGH75B

1/2—2BUNEF—2A

RECOMMENDED MOUNTING HOLE
MAXIMUM PANEL THICKNESS:5.5MM

018 a-sr01r00s

2-20.8810.08

2.08

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

B458ZN-XGGH**B

BNC RIGHT ANGLE PCB MOUNT JACK
GOLD-PLATED BODY WITH NUT & WASHER
& 2 ROUND POSTS, HEIGHT=13.16MM
B458ZN-XGGH50B

B458ZN-XGGH75B

1/2=28UNEF-2A

s

#12.8318"

2

1/2-28UNEF-28 ,
CLiup NUT MAXIMUM PANEL THICKNESS:5.5MM

ﬁ 2-82.01+£0.05
o
)

$ 2-90.89+0.08

RECOMMENDED MOUNTING HOLE

B404ZN-XNGH***

BNC RIGHT ANGLE PCB MOUNT JACK
ISOLATED BODY WITH NUT & WASHER
& 2 HARPOON GROUNDING POSTS
HEIGHT=13.16MM, B=BLACK,W=WHITE
B404ZN-XNGH**B

B4G4ZN-XNGH**W

1/2-28UNEF-2A

|29.640.1]
1.0

508 7.3
35.6 REF

1/2-28UNEF-2D
CLAMP NUT
RECOMMENDED MOQUNTINC HOLE
MAXIMUM PANEL THICKNESS:5 5MM

10.16 —
e 2-$2.01+£0.05

@ ¢ ¢ 2-90.89+008
b 4+
2.5¢ | |5.08

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

B313ZN-XNGH***

BNC RIGHT ANGLE PCB MOUNT JACK
ISOLATED BODY WITH NUT & WASHER
& 2 ROUND POSTS, HEIGHT=13.16MM
B313ZN-XNGH**B (BLACK)
B313ZN-XNGH**W (WHITE)

1/2-2BUNEF-2A

1.0

9.640.1

508 7.3
3586 REF

12.83181

RECOMMENDED MOUNTING HOLE
1 /2-20UNEP—-20  MAXIMUM PANEL THICKNESS.S5.5MM
CLAMP NUT

@\ 'ﬂe—! 2-92.01£0.05
i Lt} o {B $ 2-0.83:0.08
adlc =1
24 OL+.
< | =

2.54 5.08

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

6.9
-
@;@

SN
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BNC FEMALE CONNECTORS (7)

B316ZN-XNGH**

BNC RIGHT ANGLE PCB MOUNT JACK
METAL BODY WITH NUT & WASHER
& 2 ROUND POSTS, HEIGHT=15.8MM

B316ZN-XNGH50
B316ZN-XNGH75
356 REF ) 14.76
FEN j
W‘:' 1/2-28UNEF ~2A WJU UU:
5.08 7.6540 321 ° LMJJ!A
34.9 REF

212.83°%"

RECOMMENDED MOUNTING HOLE

5.OMM
1/2-28UNEF-2B MAXIMUM PANEL THICKNESS:5.5M
CLAMP NUT

;ﬂj 2-92.01£0.05
-~ 'g @ q} 2-90.8910.08
cE i
o @
| o 2.54 5.08
B129ZN-XNGT**

BNC RIGHT ANGLE PCB MOUNT JACK
LENGTH=33.45MM, TEFLON INSULATION
B129ZN-XNGT50

B129ZN-XNGT75

83
4.0
-

1

21.5x4 l—‘f—z"m 81.75
#2.25x4 ,.QE! _ m ﬁ}j;@
] T thSus
Lgte |~

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

16
3.040.5
3.640.5

B455ZN-XNGH**

BNC RIGHT ANGLE PCB MOUNT JACK
METAL BODY WITH NUT & WASHER

& 2 HARPOON GROUNDING BRACKETS
B4355ZN-XNGH50

B455ZN-XNGH75

©

5.548"

&

LOCK WASHER

12.8381

RECOMMENDED MOUNTING HOLE
MAXIMUM PANEL THICKNESS:5.5MM

1/2—ZBUNEF-2B
CLAMF NUT

10.16

2-92.014£0.05

$ 2-90.8940.08

5.08

#,

2.54

5.0£0.5
5.08
&

B355ZN-XNGH**

BNC RIGHT ANGLE PCB MOUNT JACK
MINI TYPE WITH METAL BODY
B355ZN-XNGH50

B355ZN-XNGH75

RECOMMENDED PANEL CUTOUT

RECOMMENDED PCB LAYOUT

-22-
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BNC FEMALE CONNECTORS (8)

B320ZN-XNGH**B

BNC RIGHT ANGLE PCB MOUNT JACK
ISOLATED TYPE WITH NUT & WASHER
& 2 ROUND POSTS, HEIGHT=15.8MM
BLACK WITH 1,500VDC FILTER

B320ZN-XNGH50B
B320ZN-XNGH75B
35.3 REF 147401
7 I
. : .
— - T L w3
—| 1 — 1
SOOI,
1/2-28UNEF-24 5 i | wiel| ©
940¢ PF -
lc
? e b
. @ b
! @12.8341
SCHEMATIC
RECOMMENDED PANEL
cUrouTs

LOCK WASHER Z)'/Z—ZBUNEF—ZE
CLAMP NUT

1036 .\ 42 0140.05%2
o "~ 20.59£0.08x7
b 2.54

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

]

B322ZN-XNGH**B

BNC RIGHT ANGLE PCB MOUNT JACK
ISOLATED TYPE WITH NUT & WASHER
& 2 ROUND POSTS, HEIGHT=13.16MM
BLACK WITH 1,500VDC FILTER
B322ZN-XNGH50B

B322ZN-XNGH75B

14.7+01

1/2-28UNEF-2A

il

il

[

i

|

B}
1.0 |

O
.340.5
W
-~
@
o
™
-
];
89.6+0.1

5.54%3"

12.83%%

LOCK WASHER

t/2-2BUNEF—28

CLAMP NUT RECOMMENDED MOUNTING HOLE
MAXIMUM PANEL THICKNESS:5.5MM

0|
b= 20.32 2-82.0140.05 5400 PF
{t} 2-90.89+0.08
-+ A
5.08 10.16 B

RECOMMENDED PC BOARD LAYOUT SCHEMATIC

WITHOUT MOUNTING FOSTS

A

B

B321ZN-XNGH**B

BNC RIGHT ANGLE PCB MOUNT JACK
ISOLATED TYPE WITH NUT & WASHER
& 2 HARPOON GROUNDING BRACKETS
WITH 1,500VDC FILTER, HEIGHT=15.8MM
B321ZN-XNGH50B

B321ZN-XNGH75B
35.3 REF g 14.740.1
S | 7 : °
1.9 S m”}“}:
1/2-28UNEF-2A 3 10.16
9400 PF ¢

5.54:4!

\

SCHEMATIC AN
s 212 8318
LOCK WASHER 1/2—28UNEF-2B RECOMMENDED MOUNTING HOLE
CLAMP NUT MAXIMUNM PANEL THICKNESS:S.5MM
7

o 1006, 92.0140.05%2
ges i
kN @

L O = © $0.85+0.08x2

<
i & 2.54

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

B323ZN-XNGH**B

BNC RIGHT ANGLE PCB MOUNT JACK
ISOLATED TYPE WITH NUT & WASHER

& 2 HARPOON GROUNDING BRACKETS
WITH 1,500VDC FILTER, HEIGHT=13.16MM
B323ZN-XNGH50B

B323ZN-XNGH75B
35.3 REF b=
E 14,7401
: = r-—..—w,"
t".’llﬂl!"ﬂlﬂll _____ ) 9( (N
Bl 15 R
N o ST
J/a—asuNEr»aAE wohe | ©
1/2-2BUNEF~2B i

= RECONMENDED MOUNTING HOLE
LOCK WASHER CLAMP NUT MAXTMUM PANEL THICKNESS:6.GMM

1616
#2.01£0.05x2 9400 PF
v—lt
o 60.8910.08x2 A
O
g 2.54 5
SCHEMATIC

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTINC POSTS

SLZILA
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BNC FEMALE CONNECTORS (9)

B121ZN-XNGT**

BNC RIGHT ANGLE PCB MOUNT JACK
WITHNUT & WASHER, LENGTH=28MM
B121ZN-XNGT50

B121ZN-XNGT75

22.8x0.5

-~

|
i)

T
$3.6+0.1
1"

=

L
U 10.65

~ | 1065 |
(=]

ool L os 15.3

O O

A A 1 /2-28uNEF—24

& 9

B
e
s

28.0

Al

08
AV

t %(
i

A
7.5£0.5 -1 ©12.83441
6.6+0.5
6.6
33 #2.11
S
ool @
ny A b
i

RECOMMENDED PC BOARD LAYOUT
WITHQUT MOUNTING POSTS

B348ZN-XNGH**

BNC RIGHT ANGLE PCB MOUNT JACK
METAL BODY WITH NUT & WASHER
& 4 ROUND POSTS, LENGTH=33.4MM
B348ZN-XNGHS50

B348ZN-XNGH?75

B

U U U ,5 o 1/2-26 UNEF-24 Ug}gl.?]—l
8

$12.25
®\ —r:l’- 9157
s;]: i
d e — 12678
P N .
— | ) z
1 +i
8.35 | 1.28 - o
L8 ! =
1
RECOMMENDED MOUNTING HOLE
MAXIMUM PANEL THICKNESS:6.5MM
9.7

I
E Lo
o |35 |

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

R
8.3

3.840.5

4.1+0.5

B311ZN-XNGH***

BNC RIGHT ANGLE PCB MOUNT JACK
ISOLATED TYPE WITH NUT & WASHER
& 2 ROUND POSTS, HEIGHT=15.8MM
B=BLACK W=WHITE
B311ZN-XNGH50B

B311ZN-XNGH50W

B311ZN-XNGH75B

B311ZN-XNGH75W

£9.6£0.1
1.0

el

35.6_REF

5,543

RECOMMENDED MOUNTING HOLE

J{2LRRUNEF2E  \AXIMUM PANEL THICKNESS:5.5M4

1016 2-92.01£0.05

2-90.89+0.08

254 ]508

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

B45S4ZN-XNGD**

BNC STRAIGHT PCB MOUNT JACK
B454ZN-XNGD50

B454ZN-XNGD75

#10.4

=)
B
48 185
23.3
6.740.1
] 3.3530.1
7
T 912
Sl = £1.5-4P
H H
~| wy
<}
Lat

RECOMMENDED PC BOARD LAYGUT
WITHOUT MOUNTING POSTS

-24-
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BNC FEMALE CONNECTORS (10)

B315SZN-XNGH***

BNC RIGHT ANGLE PCB MOUNT JACK
ISOLATED TYPE WITH NUT & WASHER
& 2 ROUND POST HEIGHT=12.5MM
B315ZN-XNGH50B

B315ZN-XNGH50W

B315ZN-XNGH75B

B315ZN-XNGH75W

[_“.3!."15. N

RECOMMENOED WOUNTING NOLE
MANTHUMN FANEL THICKNESS: S 5MUW

016 2-82.0120.05
ﬂ @ i T i-e0.4350.08
atil

RECOMUMENDEDR PC BOARD LAYOUT
FITHOUT MOUNTING POSTS

B417ZN-XNGH**W

BNC RIGHT ANGLE PCB MOUNT JACK
ISOLATED TYPE WITH NUT & WASHER
& 2 ROUND POSTS, HEIGHT=12.5MM
B417ZN-XNGH50W

B417ZN-XNGH75W

ANCONMENDED WOUTNTING NOLE
MANTWUM PANEL THICKNESS 5 SMM

BT ERUREF =25
CLANT NUT

R seezousaen
E : gﬁ #/_ F—ah B O
v =l
- E‘ 2 b!i ﬁ
RECOMMENGED P ROARD LAVOUT

WITHOUT MOUNTING POSTS

SLzILA]
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BNC FEMALE CONNECTORS (11)

B407ZN-XNGD**

BNC STRAIGHT PCB MOUNT JACK
STANDARD PART NO.:
B407ZN-XNGD50

B407ZN-XNGD75

20

29.6+0.1

flilipfiﬂ.?:to.l
N

#1.1+£0.1

.32

_ 5.47
4

PCB HOLE CONFIGURATIGN
RECOMMENDED PANEL CUTOUTS

B357ZN-XNGD**

BNC STRAIGHT PCB MOUNT JACK
STANDARD PART NO.:
B357ZN-XNGD50

B357ZN-XNGD75

318

6.8610.09
3.4310.05
4-02.4410.08

—
o

¢1.3240.08

£.8610.05
3434005

B453ZN-XNGD**

BNC STRAIGHT PCB MOUNT JACK
METAL BODY LENGTH=28 2MM
B453ZN-XNGD50

B453ZN-XNGD75

28.2

2.8

[
=

#9.6£0.1

4.7 25.4

3P-1.74£0.1

$1.1£0.1

5.47
_4.32

PCB HOLE CONFIGURATION
RECOMMENDED PANEL CUTOUTS

B415ZN-XNGD**

BNC STRAIGHT PCB MOUNT JACK
STANDARD PART NO.:
B415ZN-XNGD50

B415ZN-XNGD75

22.35

18.3

#9.6+0.1

hs

478
1919,

2.38

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

SLZILA
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BNC FEMALE CONNECTORS (12)

B359ZN-XNGD**

BNC STRAIGHT PCB MOUNT JACK
STANDARD PART NO.:
B359ZN-XNGD50

B359ZN-XNGD75

1.98+0.07
o
2
5

686101

3.43£0.1
4—p1.6+0.08
/__
AR )
73
A i ~_20.9+0.08
| i4&\\\= S = O O
SN g
@ @
o3
RECOMMENDED PCB LAYOUT
TOP VIEW
B342ZN-XNGH***

BNC RIGHT ANGLE PCB MOUNT JACK
ISOLATED BODY WITH NUT & WASHER
& 2 ROUND POSTS, HEIGHT=13.16MM
B342ZN-XNGH**B (BLACK)
B342ZN-XNGH**W (WHITE)

1/2=-28UNEF =24

29.6+0.1
1.9

L.l;kéj

35.6 REF

.54 487

1,/2-2BUNEF—28
NUT

CLAMP RECOMMENDED MOUNTING HOLE

MAXIMUM PANEL THICKNESS:5.5MM

§ 10.16 2-2.01£0.05
*$° $ 2-20.8940.08
2.54 2.08

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

B358ZN-XNGD**

BNC STRAIGHT PCB MOUNT JACK
STANDARD PART NO.:
B358ZN-XNGD50

B358ZN-XNGD75

&5’09%6

3.43£01
6.86+0.1

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOQUNTING POSTS

6.864+0.1

3.43£0.1

B318ZN-XNGH***

BNC STRAIGHT PCB MOUNT JACK
ISOLATED BODY WITH NUT & WASHER
& 2 ROUND POSTS, HEIGHT=13.16MM
B318ZN-XNGH**B (BLACK)
B318ZN-XNGH**W (WHITE)

#9.6+0.1
211
13.18

1/2—2BUNEF-24

5.54*81

5%

12,8348

LOCK WASHER Zf ' /2—-2BUNEF—2B

CLAMP NUT -
RECOMMENDED MOUNTING HOLE

MAXIMUM PANEL THICKNESS:5.5MM

16

10.
fos | 20201401
g 9 | *4* 2-20.940.1
q 9 i —
LT - “’ :4# 2.54
10.16

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

-27-
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BNC FEMALE CONNECTORS (13)

B319ZN-XNGH**
BNC STRAIGHT PCB MOUNT JACK
METAL BODY WITH NUT & WASHER

& 2 ROUND POSTS
B319ZN-XNGHS50
B319ZN-XNGH75
o7

4.3 12 —
Q

ol WW&H :

| Yyl

@/1 I/Z—ZEUNEF—ZA

35.6 REF

14.78

805

+

212.83:8")

5.54

LOCK WASHER 1/2-28UNEF-28
CLAMP NUT RECOMMENDED MOUNTING HOLE

MAXIMUM PANEL THICKNESS:5 5MM

10.16

> j 2-82.01£0.1
2-00.89:+0.1

10.16

ELTINN
i
()

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

B406ZN-XNGD**

BNC BULKHEAD JACK REAR MOUNT TYPE
WITH NUT & WAHSER, LENGTH=24.28MM
B406ZN-XNGD50

N406ZN-XNGD75

i
|
@9.5:1:0.‘!
1130.1 |

pa {,!/ - 28UNEF-28
(P NUT

CLAM]

LOCK WASHER

2.7
23 C
LT
—
T -
5 =
Sl [3£01 G
o ™~
o

PCB HOLE CONFIGURATION
RECOMMENDED PANEL CUTOUTS

B349ZN-XNGH**

BNC STRAIGHT PCB MOUNT JACK
METAL BODY WITH NUT & WASHER
& 2 ROUND POSTS

B349ZN-XNGHS50

B349ZN-XNGH75

12.3 0.6
Q 2

5.54+%1

912.83 137

LOCK WASHER Z:/z-za UNEF-28

CLAMP NUT RECOMMENDED MOUNTING HOLE

MAXIMUM PANEL THICKNESS:5.5MM

10.16+£0.1

2-00.89£0.1
Y

8.55

2.54
5.08+0.1

RECOMMENDED PC BOARD LAYOUT
WITHOUT MOUNTING POSTS

B462ZN-XNGD**

BNC STRAIGHT PCB MOUNT JACK
LENGTH=20.2MM
B462ZN-XNGD50

B462ZN-XNGD75

X

2 Y

VA crr o seooe:

MATERIAL&PLATING

Q@BODY :ZINC ALLOY NICKEL PLATED
@INSULATOR (TPX

DCENTER CONTACT :PHOSPHOR BRONZE . COLD PLATED
@DLEGS :BRASS | TIN PLATED

-28-

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it




BNC FEMALE CONNECTORS (14)

B317ZN-XNGH***

BNC STRAIGHT PCB MOUNT JACK
ISOLATED TYPE WITH NUT & WASHER
& 2 ROUND POSTS, HEIGHT=15.8MM
B=BLACK, W=WHITE
B317ZN-XNGH50B

B317ZN-XNGHS50W

B317ZN-XNGH75B

B317ZN-XNGH75W

FEECOMNENDED WOUNTING NOLE
WATIWUN PANEL TRICKNESS £ SMW

1808, 2410150

Py
ol _I-wasion
'F'L ‘ ‘H'jzﬁ

RECUMMENDED FC BOARD La¥OUT
FITNOUT WOUNTING POSTS

B416ZN-XNGH**

BNC TRAIGHT PCB MOUNT JACK
STANDARD PART NO.:
B416ZN-XNGH50
B416ZN-XNGHT5

FATLY
oty =11

B i3s01

J

I rareon |

RECOMNFNOED FC BOARS LaTOLT
FITHOLT WOUNTING POSTE

B460ZN-XNGH**

BNC STRAIGHT PCB MOUNT JACK
METAL BODY WITH NUT & WASHER

& 2 HARPOON GROUNDING BRACKETS
B460ZN-XNGH50

B460ZN-XNGH75
sy
— = 12 1
o IR T3
| KA
@ [T\
54 7w

HOLE
WALTWUW PANTL THICENESS S 4NN

JR18 &{A;rmm 1
E st

L

308

VAILA|

=20~

tel. 02.2361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it




BNC FEMALE CONNECTORS (15)

B468CU-»**+x
BNC JACK BULKHEAD

CRIMP TYPE
(WATERPROOF)
RG58U,RG141U:
B468CU-FNGD50
B468CU-FNGT50
RG59U,RG6H2U::
B468CU-GNGD75
B468CU-GNGT75
RG174U,RG316U:
B468CU-LNGD50
B468CU-LNGT50

1/2"~28UNEF

HEX 17.5 [0.689]

B448C[-**%%%%

BCN JACK RIGHT ANGLE
BULKHEAD CRIMP TYPE
RG174U,RG316U:
B448CU-LNGD50
B448CU-LNGT50
RG179U,RG187U:
B448CU-NNGD75
B448CU-NNGT75

Max Panel 49

T-Q@

oSt

B373CU-XNGD50
BNC JACK CHASSIS
PCB MOUNT TYPE

B372CU-X******

\EL/ BNC JACK
- B465CU-XNGD** CHASSIS MOUNT
r sl 29.7 [1.169] BNC DOUBLE JACK
PCB MOUNT TYPE
B465CU-XNGD50
B465CU-XNGD75
12.7 [0.500]
B464CU-XF****
B449CU-*+**%* BNC JACK RIGHT ANGLE
BNC JACK/PLUG CHASSIS MOUNT TYPE
RIGHT ANGLE STANDARD PART NO.:
CRIMP TYPE B376CU-XNGD** B464CU-XNGD50
RG179U,RG187U: BNC FEMALE TERMINATOR B464CU-XNGD75
B449CU.NNGD75 B376CU-XNGD50
B449CU-SOINGD**
B449CU-SINGT**
" 2YCCY CABLE:
B449CU-S6NGD**
B449CU-S6NGT**
B274**__X**-k**
BNC JACK MOLDED TYPE
B STANDARD PART NO.:
B40SCU-XNGD** B274CU-XNGD50
. BNC FEMALE TERMINATOR
15
348
-
ﬁ F tel. 02.3361.1626 info@elitaliaweb.it
g&ll:l AZ ILIMI -30- fax 02.2626.1009 www.elitaliaweb.it




BNC FEMALE CONNECTORS (16)

B494ZN-XNGD**W B495ZN-XNGD**B B499ZN-XNGD**

BNC DUAL PORT RIGHT ANGLE BNC DUAL PORT RIGHT ANGLE BNC DUAL PORT RIGHT ANGLE

PCB MOUNT JACK WHITE PCB MOUNT JACK WITH SNAP, PCB MOUNT JACK ALL METAL

WITH SNAP, NUT & WAHSER NUT, WASHER & FILTER 1500VDC WITH SNAP, NUT & WAHSER

B494ZN-XNGD50W B495ZN-XNGD50B B499ZN-XNGD50

B494ZN-XNGD75W B495ZN-XNGD75B B499ZN-XNGD75
B496ZN-XNGD**W B497ZN-XNGD**B B498ZN-XNGD**
BNC DUAL PORT STRAIGHT BNC DUAL PORT STRAIGHT BNC DUAL PORT STRAIGHT
PCB MOUNT JACK WHITE PCB MOUNT JACK WITH SNAP, PCB MOUNT JACK ALL METAL
WITH SNAP, NUT & WAHSER NUT, WASHER & FILTER 1500VDC WITH SNAP, NUT & WAHSER
B496ZN-XNGD50W B497ZN-XNGD30B B498ZN-XNGD50
B496ZN-XNGD75W B497ZN-XNGD75B B498ZN-XNGD75

B488ZN-XNGD**

BNC DUAL PORT LOW PROFILE
RIGHT ANGLE PCB MOUNT JACK
B438ZN-XNGD50
B488ZN-XNGD75

'7 D tel. 02.3361.1626 info@elitaliaweb.it
-31- fax 02.2626.1009 www.elitaliaweb.it




BNC FEMALE CONNECTORS (17)

B479ZN-XNGD50B
BNC SHORT TYPE RIGHT ANGLE

B482ZN-XNGD5S0B
BNC SHORT TYPE RIGHT ANGLE

PCB MOUNT JACK WITH SNAP PCB MOUNT JACK WITH SNAP
ONE PORT BLACK & LED ONE PORT BLACK
B480ZN-XNGD50B B483ZN-XNGD50B
BNC SHORT TYPE RIGHT ANGLE BNC SHORT TYPE RIGHT ANGLE
PCB MOUNT JACK WITH SNAP PCB MOUNT JACK WITH SNAP
TWO PORT BLACK & LED TWO PORT BLACK
B481ZN-XNGD50B B484ZN-XNGD50B
BNC SHORT TYPE RIGHT ANGLE BNC SHORT TYPE RIGHT ANGLE
PCB MOUNT JACK WITH SNAP PCB MOUNT JACK WITH SNAP
FOUR PORT BLACK & LED FOUR PORT BLACK

SLZILA
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BNC FEMALE CONNECTORS (18)

B485ZN-XNGD50

BNC SHORT TYPE RIGHT ANGLE
PCB MOUNT JACK WITH SNAP
& FILTER 1500VDC TOP TAB

B486ZN-XNGDS50

BNC SHORT TYPE RIGHT ANGLE
PCB MOUNT JACK WITH SNAP
& FILTER 1500VDC FRONT TAB

B487ZN-XNGD50

BNC SHORT TYPE RIGHT ANGLE
PCB MOUNT JACK WITH SNAP, LED
& FILTER 1500VDC TOP TAB

B501ZN-XNGD75

MINI BNC DUAL PORT LOW PROFILE
RIGHT ANGLE PCB MOUNT JACK
WITH SNAP, NUT & WASHER

B5S03ZN-XNGD**W

BNC FOUR PORT RIGHT ANGLE
PCB MOUNT JACK WHITE
B503ZN-XNGD50W
BS03ZN-XNGD75W

BS04ZN-XNGD**W

BNC FOUR PORT RIGHT ANGLE
PCB MOUNT JACK WHITE
WITH FILTER 1500VDC
B504ZN-XNGD50W
B504ZN-XNGD75W

SLZILA
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BNC FEMALE CONNECTORS (19)

BS05SZN-XNGD**W
BNC SIX PORT RIGHT ANGLE
PCB MOUNT JACK WHITE
B505ZN-XNGD50W
BS05ZN-XNGD75W

BS06ZN-XNGD**W
BNC SIX PORT RIGHT ANGLE
PCB MOUNT JACK WHITE
WITH FILTER 1500VDC
B506ZN-XNGD50W
B506ZN-XNGD75W

BS07ZN-XNGD**W

BNC EIGHT PORT RIGHT ANGLE
PCB MOUNT JACK WHITE
B507ZN-XNGD50W
B507ZN-XNGD75W

BS08ZN-XNGD**W

BNC EIGHT PORT RIGHT ANGLE
PCB MOUNT JACK WHITE

WITH FILTER 1500VDC
B508ZN-XNGD50W
B508ZN-XNGD75W

SLZILA
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BNC FEMALE CONNECTORS (20)

B476ZN-XNGD**
BNC DUAL PORT RIGHT ANGLE

PCB MOUNT JACK
WITH AUTO TERMINATION
B476ZN-XNGD50 (&) | ol X
B476ZN-XNGD75 R 1016 EE
B SE ﬁg @40 %E Hole
N I ..t T -7 \/ m—.nas')
aQ8___
I~ PCB Hole Conﬂgurnftgfr?u.)
)
czﬁé;ﬂm 80
w2287
FCRCE
B477ZN-XNGD**
BNC DUAL PORT RIGHT ANGLE
PCB MOUNT JACK
WITH AUTO TERMINATION W ) 020)
B477ZN-XNGD50 "M‘”“ | veee sumae

42 L
] UNDER S/CNAL
£
N 2o 3 1
UNDER AUTO TERMINATING
GNDER 2 ”C,d\{ i

UPPER 720y

B477ZN-XNGD75

450 REF
BT
28970 10"}

g {0.035")
RPN cncurr § | e
|Fﬂ J_ §pE—- @- -
Zl‘f/%;r ! i _m{-%f‘ﬁt‘-ﬁ_-l lg
Z}Z/‘g‘;’- t jm%ﬁf; PCB Hole Configuration
B478ZN-XNGD**
BNC DUAL PORT RIGHT ANGLE )
PCB MOUNT JACK — o
WITH AUTO TERMINATION ) b e s
B478ZN-XNGD50 |} é § O (1 UPPER AUTO TERMINATIN
B478ZN-XNGD75 - W e 52 gy

Hl O H1 I o~
Y UNDER AUTIL TERMINATING
UNDER Nl

b €00359
ﬂﬂ 1 CIRCULT 2-¢2.03 DIA,
I 00807 Clearance Hal
7 — H ”2% {“ — - é\
mujm ! i L/
2169 10,
<0.407

[ 6.1997

2.54¢0.10">

25406107

_3.08
{0,207

PCB Hele Configuratlon
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