F FEMALE CONNECTORS (1)

ELECTRICAL SPECIFICATIONS

Standard cross reference : RCZ-625
Voltage rating . AC 150V F-type connectors are of low
Withstanding Voltage : AC 500v one minute price and developed for NTSC
Insulation resistance : 500mQ minute DC 500V
Contance resistance :50mQ at DC 1A TV Antenna etc.
Impedance : 750
VSWR : 1.2max. 0-1500 MHz
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F682ZN-XNND75 F683ZN-XNND75
F RIGHT ANGLE PCB MOUNT JACK F RIGHT ANGLE PCB MOUNT JACK

1 PORT WITH SNAP 2 PORTS WITH SNAP

F684ZN-XNND75
F RIGHT ANGLE PCB MOUNT JACK
4 PORTS WITH SNAP
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F FEMALE CONNECTORS (2)

F885ZN-XNND75 F888ZN-XNND75
F R/A PCB MOUNT JACK F R/A PCB MOUNT JACK
1 PORT WITH SNAP & LED 1 PORT WITH SNAP, TOP TAB

& FILTER 1500VDC

F886ZN-XNND75 F889ZN-XNND75
F R/A PCB MOUNT JACK F R/A PCB MOUNT JACK
2 PORTS WITH SNAP & LED 1 PORT WITH SNAP, FRONT TAB

& FILTER 1500VDC

F887ZN-XNND75 F890ZN-XNND75
F R/A PCB MOUNT JACK F R/A PCB MOUNT JACK
4 PORTS WITH SNAP & LED 1 PORT WITH SNAP, TOP TAB,

LED & FILTER 1500VDC
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F FEMALE CONNECTORS (3)

F602**-XNND75

F832**-XNND75
F JACK PCB MOUNT
LENGTH=25.6MM

W/O NUT & WASHER:
F602**-XNND75

WITH NUT & WASHER:
F832**-XNND75

F603**-XNND75

F833**-XNND75
F JACK PCB MOUNT
LENGTH=23.1MM
W/ONUT & WASHER:
F603**-XNND75

WITH NUT & WASHER:
F833+*-XNND75

F673**-XNND75

F607**-XNND75

F JACK BULKHEAD TYPE
LENGTH=26.0MM

W/O NUT & WASHER:
F673**-XNND75

WITH NUT & WASHER:
F607+*-XNND75

3/8"-3ZNUEF
FLAT7.B

F604**-XNND75

F834**-XNND75
F JACK PCB MOUNT
R/A TYPE (SO-238)
LENGTH=28MM

W/O NUT & WASHER:
F604**-XNND75

WITH NUT & WASHER:
F834**_XNND75

F702**-XNND75

F701**-XNND75
FJACK PCB MOUNT
R/A TYPE (SO-238)
LENGTH=32MM

W/0 NUT & WASHER:
F701**-XNND75

WITH NUT & WASHER:
F702**-XNND75

F674**-XNND75

F615**-XNND75

F JACK BULKHEAD TYPE
LENGTH=18.8MM

W/O NUT & WASHER:
F674**-XNND75

WITH NUT & WASHER:
F615**-XNND75

3/8"- 39NUEF
FLATS 4

10

F755**-XNND75

F756**-XNND7S5
F JACK SOLDER TYPE
W/O NUT & WASHER:
F755**-XNND75

WITH NUT & WASHER:
F756**-XNND75
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F771**-XNND75

F772**-XNND75
F JACK PCB MOUNT
LENGTH=25.5MM

W/O NUT & WASHER:
F771**XNND75

WITH NUT & WASHER:
F772+*-XNND75
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F613**-XNND75

F672**-XNND75

F JACK BULKHEAD TYPE
L=26.2MM (F-61)

W/O NUT & WASHER:
F613**-XNND75

WITH NUT & WASHER:
F672**-XNND75

3/B"=32NUEF
FLAT7.6

-50-

tel. 02.3361.1626 info@elitaliaweb.it
fax 02.2626.1009 www.elitaliaweb.it




F FEMALE CONNECTORS (4)

F752**-XNND75
F JACK SOLDER TYPE
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F750**-XNND75
F JACK SOLDER
PANEL MOUNT TYPE
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F753**-XNND75
F JACK SOLDER TYPE
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F754**-XNND75

F JACK SOLDER TYPE
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F802**-XNND75
F JACK RIGHT ANGLE
PCB MOUNT TYPE
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F803**-XNND75
F JACK RIGHT ANGLE
PCB MOUNT TYPE
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F862**-*NND75
F JACK CRIMP TYPE

GEL s

b

F668**-*NND75
F JACK CRIMP TYPE

F642**-XNND75
F JACK BULKHEAD TYPE

F827**-XNND75
F JACK BULKHEAD
LENGTH=25.7MM

K856**-XNND75
F QUCIK JACK

F857**-XNND75
F JACK PCB MOUNT

F675%*-XNND75
F JACK BULKHEAD
LENGTH=21.5MM

ELIZILA
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F FEMALE CONNECTORS (5)

F828**-XNND75
F JACK CHASSIS MOUNT
LENGTH=19.3MM

F845**-XNND75

F JACK CHASSIS MOUNT
WITH RIGHT ANGLE PIN
LENGTH=26.5MM

F846**-XNND75

F JACK CHASSIS MOUNT
WITH ROUND PIN
LENGTH=22.0MM

F847**-XNND75

F JACK CHASSIS MOUNT
WITH LONG PIN
LENGTH=31.5MM

F848**-XNND75
F JACK CHASSIS MOUNT

F849**-XNND75
F JACK CHASSIS MOUNT
LENGTH=25.5MM

F850**-XNND75
F JACK CHASSIS MOUNT
LENGTH=25.5MM

a)w’”

F851**-XNND75
F JACK CHASSIS MOUNT
LENGTH=20.3MM

F852**-XNND75
F JACK CHASSIS MOUNT
LENGTH=16.3MM

i

F853**-XNND75
F JACK CHASSIS MOUNT
LENGTH=20.5MM

F864**-XNND75

F865**-XNND75

F JACK CHASSIS MOUNT
LENGTH=26.0MM

W/0 NUT & WAHSER:
F864**-XNND75

WITH NUT & WASHER:
F865**-XNND75

F866CU-XNND75
F JACK PANEL MOUNT
WITH EXPOSED TEFLON

23.17 [0.124) x4

3/87-32UNFF

13.38 [0.3261—
280 'UJDEJAJ

F867CU-XNND75
F JACK BULKHEAD TYPE

LLE.U CO‘SUUJJ

SH. 17,5 [0.688})

HEX 11,0 [0.433}
3/B"32UNEF

3/8"~32UNEF
.

o

33.5 {1.334}

F875CU-XNND75
F JACK END LAUNCH

7/16"=2BUNFF 5.3 [0.208]
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27.8 [1.094]

9.6 [0.377]
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F FEMALE CONNECTORS (6)

F868CU-XNND75
F JACK PCB MOUNT
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23.8 [0,937}

F869CU-XNND75
F JACK PCB MOUNT

.

5Q. 8.5 [0.374]

A\
AU U

175 [0.688Y

F774%*-XNND75
F775**-XNND75
F776**-XNND75
F777**-XNND75

F778**-XNND75
F JACK SOLDER
PCB MOUNT TYPE

77N

S9.5

92, 2m|n *4
21.2min*4
PCB MOUNTING HOLE

PART NQ. A B C

F774** {262 13 [125
F775** | 2621 15 ] 7.6
F776*% | 2781202 7.6
F777¢* | 225| 15 175

F778** | 21 { 13 | 6.5

F870CU-XNND75
F JACK PCB MOUNT

3/8"—32UNEF

Li t
————25.1 [0.088)—r | Jso. 9.5 [0.374]{

F871CU-XNND75
F JACK RIGHT ANGLE
PCB MOUNT TYPE

805 (03161
3. 23 [0.3741

3/8"—32UNEF

160 (05629]——

20.3 [0.799)
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F872CU-XNND75
F JACK RIGHT ANGLE
PCB MOUNT TYPE

3/8"-32UNEF 8.05 [0.316)

)

5. 9.5 [0.374]

17.3 [0.681].

20,55 [0.809

=

e 300 [1981] - e e

F873CU-XNND75
F JACK RIGHT ANGLE
PCB MOUNT TYPE

SOLOERING

.85 [0.387] T
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5Q. 12.0 [0.472] 21.6 (0.850]

F874CU-*NND75
F JACK CRIMP
BULKHEAD TYPE

(PIN IN PIN)

%—;‘%W 3/B~S2UNEF  1/27<2BUNEF
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36.1 [1.421]
12.8 [6.503}

-

7.5 [0.295]

F877CU-*NND75
F JACK CRIMP TYPE

(PIN IN PIN)

8.5 [0.334

8

10.3 [0.405]

E-12.7 [0.500]

3/8"-32UNEF

e

811.0 [0.433]

[l

=
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F878CU-*NND75
F JACK SOLDER

(PIN IN PIN)

3/8°-32UNEF

;30,5 [I.IDD]—J

FOR SEMI-RIGID CABLE

HEX 11.0 [0.433]

F880CU-XNND75
FJACK

7/16"-HEX 3/8 ~32UNEF

DP

E A\]
-
f———26.4 [1.039] 7.8 [0.307)
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F FEMALE CONNECTORS (7)

F741**-XNND75
F742*%*-XNND75
F743**-XNND75
F744**-XNND75
F745**-XNND75
F746**-XNND75
F747**-XNND75
F748**-XNND75

F749**-XNND75
F JACK SOLDER
BULKHEAD TYPE
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PARINO | A | B |l c | D NOTE
Frave | T . WITHOUT NUT & WASHER
F742%* 7T T IWITH NUT & WASHER
Bz LT WITHOUT NUT & WASHER
Frasxs | 1 7 T WITH NUT & WASHER
F745%* | 11 | 213 | wmeeee | coeeer WITHOUT NUT & WASHER
Frast | )53 WITHOUT NUT & WASHER
F747%+* AR T el R WITH NUT & WASHER
Fragt | 56 |WITHOUT NUT & WASHER
F749%* I WITH NUT & WASHER

F757**-XINND75
F758**-XNND75

F759**-XNND75

F760**-XNND75

F761**-XNND75

F762**-XNND75

F JACK SOLDER TYPE
H11 (3/8"-32UNEF)
] NOTE
E757** | 84 1185 |10.5 |WITHOUT NUT & WASHER

E758** | 84 11851105

WITHNUT & WASHER

F759** ] 8.4 ]18.8 [10.0 [WITHOUT NUT & WASHER

E760** | 84 |18.8 | 10.0 |WITH NUT & WASHER

E761** | 8.5 11901105

WITHOUT NUT & WASHER

F762** | 85 [19.0 [ 10.5 |WITH NUT & WASHER

F789**-XNND75
F790**-XNND75
F791**-XNND75
F792**-XNND75
F793**-XNND75
F794**-XNND75
F795**-XNND75
F796**-XNND75
F797**-XNND75
F798**-XNND75
F799**-XNND75

F800**-XNND75
F JACK R/A SOLDER
PCB MOUNT TYPE
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®‘ ! ‘@ 2.2min"4
B2.2min™
ST' —,Y‘— a1.2min*1
T ! PCBMOUNTING HOLE

PARTNO. | A B C D E NOTE
F789%* . NUT &
1651325 | 23 8.3 e WITHOUT WASHER
F790%* - WITHNUT & WASHER
F791%* 1651 24 | 145 | 11.6 |WITHOUT NUT & WASHER
F792%* WITHOUT NUT & WAS
165 28 | 185 |- 11.8 & WASHER
F793%* WITHNUT & WASHER
F794%* 1651 28 | 185} 85 | 11.6 |WITHNUT & WASHER
F795%* WIT NUT & WAS
165 28 [ 1857 85 | 11.8 HOUTNUT & WASHER
F796** WITHNUT & WASHER
F797** WITHO & WASHE.
142|358 1263 | 85 | 116 UINUT & WASHER
F798** ‘WITH NUT & WASHER
F799%* WITHOUT NUT & WASHER
——————— 165 |45.75(3625| 85 | 11.8
F800** WITHNUT & WASHER

ELZILA
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F FEMALE CONNECTORS (8)

F735**-*NND75
F JACK CRIMP TYPE
RGS8U: F735CU-FNND75
RG59U: F735CU-GNND75
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F736**-*NND75
F JACK CRIMP TYPE A=8.5MM
RG6U: F736CU-ANND75
RG58U: F736CU-FNND75
RG59U: F736CU-GNND75
RG174U: F736CU-LNND75
RG178U: F736CU-MNND75
"RG179U: F736CU-NNND75

F737**-*NND75

F JACK CRIMP TYPE B=7.7MM
RG6U: F737CU-ANND75
RG58U: F737CU-FNND75
RG59U: FI37CU-GNND75
RG174U: F737CU-LNND75
RG178U: F737CU-MNND75
RG179U: F737CU-NNND75

F740CU-*NND75

F JACK CRIMP

PANEL MOUNT TYPE
RG174U: FT40CU-LNND75
RG179U: F740CU-NNND75

F763**-*NND75

F JACK CRIMP A=8.5MM
BULKHEAD TYPE

RG6U: F763CU-ANND75
RG58U: F763CU-FNND75
RG59U: F763CU-GNND75
RG174U: F763CU-LNND75
RG178U: F763CU-MNND75
RG179U: F763CU-NNND75

H 11(3/8"-32UNEF)

F687**-*NND75

F JACK CRIMP TYPE
RG58U: F687CU-FNND75
RG59U: F687CU-GNND75
RG6U: F687CU-ANND75

Eﬁ )

37

17.8

F764**-*NND75

F JACK CRIMP B=7.7MM
BULKHEAD TYPE

RG6U: F764CU-ANND75
RG58U: F764CU-FNND75
RG59U: F764CU-GNND75
RG174U: F764CU-LNND75
RG178U: F764CU-MNND75
RG179U: F764CU-NNND75

H 11{3/8"-32UNEF)

19.1

F738**-*NND75

F JACK WITH
ATTACHED GRIP RING
RG6U: F738CU-ANND75
RG59U: F738CU-GNND75

|25 |

F804**-XNND75
F805**-XNND75

F806**-XNND75
F JACK SOLDER TYPE

i

i

|

PARTNO. | A B C D
F804** 319 | 183 1254 | -
F805** 28612711751 18
F8o6*+* 31 1127 | 175 |-

ELIZILA
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F FEMALE CONNECTORS (9)

F786**-XNND75
F JACK RIGHT ANGLE
PCB MOUNT TYPE
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- 1 - &1.2min*1
X PCB MOUNTING HOLE
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F787**-XNND75
F788**-XNND75
F JACK SOLDER

R/A PCB MOUNT TYPE
A=25.5MM,B=16.0MM:
F787+*-XNND75
A=22.0MM,B=12.5MM:
F788**-XNND75

©

F801**-XNND75
F JACK RIGHT ANGLE
PCB MOUNT TYPE
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@2.2min*4
@1.2min*1
PCB MOUNTING HOLE

F782**-XNND75

F783**-XNND75
F JACK PCB MOUNT
W/O NUT & WASHER:
F782+*-XNND75
WITHNUT & WASHER:
F783**-XNND75

F784**-XNND75

F785**-XNND75
F JACK PCB MOUNT
W/O NUT & WASHER:
F784**-XNND75

WITH NUT & WASHER:
F785**-XNND75

F807**-XNND75
F808**-XNND75
F809**-XNND75

F810**-CNND75

F JACK BULKHEAD SOLDER
A=20.5MM W/O N+W:
F807+*-XNND75

A=20.5MM WITH N+W:
F808**-XNND75

A=18.5MM W/O N+W:
F809+*-XNND75

A=18.5MM WITH N+W:
F810**-XNND75

H 11(3/8"-32UNEF)

F779**-XNND75
F JACK SOLDER
PCB MOUNT TYPE

Ll Nllﬂh’ﬂ -
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F780**-XNND75
F JACK SOLDER
PCB MOUNT TYPE
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©2.2min*4
@1.2min*1
PCB MOUNTING HOLE

F781**-XNND75
F JACK SOLDER
PCB MOUNT TYPE

i
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F751**-XNND75
F JACK SOLDER
PANEL MOUNT TYPE

e AWELDING SPOT
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