
P002

LINERS & LEDS FOR CAT. 6 MODULAR PLUGS
MATERIALS: Polycarbonate (PC) UL94V-2

ORDERING INFORMATION:
SINGLE LINERS

      LINER 11 FOR Φ1.0MM WIRE
      LINER 12 FOR Φ1.0MM WIRE
      LINER 13 FOR Φ1.0MM WIRE
      LINER 14 FOR Φ0.5MM WIRE
      LINER 15 FOR Φ0.6MM WIRE
      LINER 16 FOR Φ0.9MM WIRE
      LINER 17 FOR Φ0.6MM WIRE OFFSET 0.15
      LINER 18 FOR Φ0.9MM WIRE OFFSET 0.15

DOUBLE LINERS

LINER 22 FOR Φ1.0~1.1MM WIRE
LINER 23 FOR Φ1.0~1.1MM WIRE
LINER 24 FOR Φ1.0~1.1MM WIRE
LINER 25 FOR Φ1.0~1.1MM WIRE
LINER 26 FOR Φ1.0~1.1MM WIRE
LINER 27 FOR Φ1.0MM WIRE
LINER 28 FOR Φ1.0MM WIRE
LINER 29 FOR Φ1.0MM WIRE

SLEDS

SLED-A & SLED-B

LINER TYPE 11

SLED TYPE A SLED TYPE B

LINER TYPE 12

LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16

LINER TYPE 17 LINER TYPE 18

LINER TYPE 22 LINER TYPE 23

LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27

LINER TYPE 28 LINER TYPE 29

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P018

CAT. 6 MODULAR PLUGS WITH LINER & SLED FOR ROUND CABLE (UNSHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "01" FOR STRANDED WIRE
          "02" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    11, 12, 13, 14, 15, 16, 17, 18
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0601 MP0602

LINER TYPE 11 LINER TYPE 12 LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16 LINER TYPE 17 LINER TYPE 18

SLED TYPE B

SLED TYPE A

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P019

CAT. 6 MODULAR PLUGS WITH LINER & SLED FOR ROUND CABLE (UNSHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "03" FOR STRANDED WIRE
          "04" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    11, 12, 13, 14, 15, 16, 17, 18
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0603 MP0604

LINER TYPE 11 LINER TYPE 12 LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16 LINER TYPE 17 LINER TYPE 18

SLED TYPE B

SLED TYPE A

tel. 02.3361.1626   info@elitaliaweb.it
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P020

CAT. 6 MODULAR PLUGS WITH LINER & SLED FOR ROUND CABLE (UNSHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "05" FOR STRANDED WIRE
          "06" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    11, 12, 13, 14, 15, 16, 17, 18
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0605 MP0606

LINER TYPE 11 LINER TYPE 12 LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16 LINER TYPE 17 LINER TYPE 18

SLED TYPE B

SLED TYPE A

tel. 02.3361.1626   info@elitaliaweb.it
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P021

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "07" FOR STRANDED WIRE
          "08" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0607 MP0608

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

CAT. 6 MODULAR PLUGS WITH LINER & SLED FOR ROUND CABLE (UNSHIELDED)

tel. 02.3361.1626   info@elitaliaweb.it
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P022

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "09" FOR STRANDED WIRE
          "10" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0609 MP0610

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

CAT. 6 MODULAR PLUGS WITH LINER & SLED FOR ROUND CABLE (UNSHIELDED)

tel. 02.3361.1626   info@elitaliaweb.it
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P023

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "11" FOR STRANDED WIRE
          "12" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0611 MP0612

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

CAT. 6 MODULAR PLUGS WITH LINER & SLED FOR ROUND CABLE (UNSHIELDED)

tel. 02.3361.1626   info@elitaliaweb.it
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P024

CAT. 6 MODULAR PLUGS WITH LINER & SLED FOR ROUND CABLE (UNSHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "25" FOR STRANDED WIRE
          "26" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    11, 12, 13, 14, 15, 16, 17, 18
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0625 MP0626

LINER TYPE 11 LINER TYPE 12 LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16 LINER TYPE 17 LINER TYPE 18

SLED TYPE B

SLED TYPE A

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P025

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "27" FOR STRANDED WIRE
          "28" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0627 MP0628

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

CAT. 6 MODULAR PLUGS WITH LINER & SLED FOR ROUND CABLE (UNSHIELDED)

tel. 02.3361.1626   info@elitaliaweb.it
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P026

CAT. 6 MODULAR PLUGS WITH LINER & SLED FOR ROUND CABLE (UNSHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "33" FOR STRANDED WIRE
          "34" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    11, 12, 13, 14, 15, 16, 17, 18
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0633 MP0634

LINER TYPE 11 LINER TYPE 12 LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16 LINER TYPE 17 LINER TYPE 18

SLED TYPE B

SLED TYPE A

tel. 02.3361.1626   info@elitaliaweb.it
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P027

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "35" FOR STRANDED WIRE
          "36" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0635 MP0636

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

CAT. 6 MODULAR PLUGS WITH LINER & SLED FOR ROUND CABLE (UNSHIELDED)

LINER TYPE 29

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P028

CAT. 6 MODULAR PLUGS FOR ROUND CABLE (UNSHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "41" FOR STRANDED WIRE
          "42" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    11, 12, 13, 14, 15, 16, 17, 18
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0641 MP0642

LINER TYPE 11 LINER TYPE 12 LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16 LINER TYPE 17 LINER TYPE 18

SLED TYPE B

SLED TYPE A

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P029

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "43" FOR STRANDED WIRE
          "44" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0643 MP0644

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

CAT. 6 MODULAR PLUGS FOR ROUND CABLE (UNSHIELDED)

LINER TYPE 29

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P030

CAT. 6 MOUDLAR PLUGS FOR FLAT OVAL CABLE (UNSHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 F x x

1 2 3 4
      1. CONTACT TYPE:
          "37" FOR STRANDED WIRE
          "38" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      3. ENTRANCE TYPE: 
          "F" FLAT OVAL CABLE
      4. CONTACT FINISH:
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

SPECIFICATIONS
Voltage Rating: 125 volts AC, at 1.5amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 35 milliohms min.
Durability: 500 Cycles
Temp. Rating: -40°C to +120°C

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

MP0637 MP0638

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P031

CAT. 6 MODULAR PLUGS WITH SHORT BODY 
FOR FLAT OVAL CABLE (UNSHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 F x x x

1 2 3 4
      1. WIRE TYPE OPTION:
          "51" FOR STRANDED WIRE
          "52" FOR SOLID WIRES
      2. ENTRANCE TYPE:
          "F" FLAT OVAL CABLE
      3. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

4. ADDITIONAL OPTION:
    "  " STANDARD TYPE (LATCH 12.0MM)
    "LL" LONG LATCH 14.0MM
    "XL" LONGEST LATCH 16.2MM

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0651

MP0652

MP06xx-88Fxx

MP06xx-88FxxLL

MP06xx-88FxxXL

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P032

CAT. 6 MODULAR PLUGS WITH SHORT BODY 
FOR ROUND CABLE (UNSHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 F x x x

1 2 3 4
      1. WIRE TYPE OPTION:
          "53" FOR STRANDED WIRE
          "54" FOR SOLID WIRES
      2. ENTRANCE TYPE:
          "R" ROUND CABLE
      3. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

4. ADDITIONAL OPTION:
    "  " STANDARD TYPE (LATCH 12.0MM)
    "S7" WITH SHORT LATCH 7.0MM
    "A" FOR Φ1.05MM WIRE
    "B" FOR Φ1.07MM WIRE

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0653 MP0654

MP06xx-88Rxx

MP06xx-88RxxS7

MP06xx-88RxxA

MP06xx-88RxxB

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P033

CAT. 6 MODULAR PLUGS WITH SHORT BODY 
FOR ROUND CABLE (UNSHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 5 5 - 8 8 R x x x

1 2 3 4
      1. WIRE TYPE OPTION:
          "55" FOR STRANDED WIRE
      2. ENTRANCE TYPE:
          "R" ROUND CABLE
      3. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

4. ADDITIONAL OPTION:
    "  " STANDARD TYPE (LATCH 12.0MM)
    "LL" LONG LATCH 14.7MM
    "XL" LONGEST LATCH 16.2MM

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0655

MP0655-88Rxx

MP0655-88RxxLL

MP0655-88RxxXL
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P034

CAT. 6 MODULAR PLUGS FOR ROUND CABLE (UNSHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x

1 2 3
      1. WIRE TYPE OPTION:
          "57" FOR STRANDED WIRE
          "58" FOR SOLID WIRES
      2. ENTRANCE TYPE:
          "R" ROUND CABLE
      3. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0657 MP0658
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