
P002

LINERS & LEDS FOR CAT. 6 MODULAR PLUGS
MATERIALS: Polycarbonate (PC) UL94V-2

ORDERING INFORMATION:
SINGLE LINERS

      LINER 11 FOR Φ1.0MM WIRE
      LINER 12 FOR Φ1.0MM WIRE
      LINER 13 FOR Φ1.0MM WIRE
      LINER 14 FOR Φ0.5MM WIRE
      LINER 15 FOR Φ0.6MM WIRE
      LINER 16 FOR Φ0.9MM WIRE
      LINER 17 FOR Φ0.6MM WIRE OFFSET 0.15
      LINER 18 FOR Φ0.9MM WIRE OFFSET 0.15

DOUBLE LINERS

LINER 22 FOR Φ1.0~1.1MM WIRE
LINER 23 FOR Φ1.0~1.1MM WIRE
LINER 24 FOR Φ1.0~1.1MM WIRE
LINER 25 FOR Φ1.0~1.1MM WIRE
LINER 26 FOR Φ1.0~1.1MM WIRE
LINER 27 FOR Φ1.0MM WIRE
LINER 28 FOR Φ1.0MM WIRE
LINER 29 FOR Φ1.0MM WIRE

SLEDS

SLED-A & SLED-B

LINER TYPE 11

SLED TYPE A SLED TYPE B

LINER TYPE 12

LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16

LINER TYPE 17 LINER TYPE 18

LINER TYPE 22 LINER TYPE 23

LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27

LINER TYPE 28 LINER TYPE 29
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P003

CAT. 6 MODULAR PLUGS WITH LINER & SLED 
FOR ROUND CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "13" FOR STRANDED WIRE
          "14" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    11, 12, 13, 14, 15, 16, 17, 18
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0613 MP0614

LINER TYPE 11 LINER TYPE 12 LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16 LINER TYPE 17 LINER TYPE 18

SLED TYPE B

SLED TYPE A
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P004

CAT. 6 MODULAR PLUGS WITH LINER & SLED 
FOR ROUND CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "15" FOR STRANDED WIRE
          "16" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    11, 12, 13, 14, 15, 16, 17, 18
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0615 MP0616

LINER TYPE 11 LINER TYPE 12 LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16 LINER TYPE 17 LINER TYPE 18

SLED TYPE B

SLED TYPE A
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P005

CAT. 6 MODULAR PLUGS WITH LINER & SLED 
FOR ROUND CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "17" FOR STRANDED WIRE
          "18" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    11, 12, 13, 14, 15, 16, 17, 18
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0617 MP0618

LINER TYPE 11 LINER TYPE 12 LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16 LINER TYPE 17 LINER TYPE 18

SLED TYPE B

SLED TYPE A
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P006

CAT. 6 MODULAR PLUGS WITH LINER & SLED 
FOR ROUND CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "19" FOR STRANDED WIRE
          "20" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0619 MP0620

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

LINER TYPE 29
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P007

CAT. 6 MODULAR PLUGS WITH LINER & SLED 
FOR ROUND CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "21" FOR STRANDED WIRE
          "22" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0621 MP0622

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

LINER TYPE 29

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P008

CAT. 6 MODULAR PLUGS WITH LINER & SLED 
FOR ROUND CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "23" FOR STRANDED WIRE
          "24" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0623 MP0624

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

LINER TYPE 29
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P009

CAT. 6 MODULAR PLUGS WITH LINER & SLED 
FOR ROUND CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "29" FOR STRANDED WIRE
          "30" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    11, 12, 13, 14, 15, 16, 17, 18
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0629 MP0630

LINER TYPE 11 LINER TYPE 12 LINER TYPE 13 LINER TYPE 14

LINER TYPE 15 LINER TYPE 16 LINER TYPE 17 LINER TYPE 18

SLED TYPE B

SLED TYPE A
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P010

CAT. 6 MODULAR PLUGS WITH LINER & SLED 
FOR ROUND CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "31" FOR STRANDED WIRE
          "32" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0631 MP0632

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

LINER TYPE 29
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P011

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "49" FOR STRANDED WIRE
          "50" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 23 or 24 AWG wire.

MP0649 MP0650

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

CAT. 6 MODULAR PLUGS FOR ROUND CABLE (FULLY SHIELDED)

LINER TYPE 29
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P012

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "45" FOR STRANDED WIRE
          "56" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 23 or 24 AWG wire.

MP0645 MP0646

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

CAT. 6 MODULAR PLUGS FOR ROUND CABLE (FULLY SHIELDED)

LINER TYPE 29
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P013

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x x x x

                             1 2 3 4 5 6
      1. CONTACT TYPE:
          "47" FOR STRANDED WIRE
          "48" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      3. ENTRANCE TYPE:
          "R" ROUND CABLE
      4. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

5. SLED TYPE OPTION:
    A, B (SEE PAGE P002!)
6. LINER TYPE OPTION:
    22, 23, 24, 25, 26, 27, 28, 29
    (SEE PAGE P002!)

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0647 MP0648

LINER TYPE 22 LINER TYPE 23 LINER TYPE 24 LINER TYPE 25

LINER TYPE 26 LINER TYPE 27 LINER TYPE 28

SLED TYPE B

SLED TYPE A

CAT. 6 MODULAR PLUGS FOR ROUND CABLE (FULLY SHIELDED)

LINER TYPE 29

tel. 02.3361.1626   info@elitaliaweb.it
fax 02.2626.1009   www.elitaliaweb.it



P014

CAT. 6 MOUDLAR PLUGS FOR FLAT OVAL CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 F x x

1 2 3 4
      1. CONTACT TYPE:
          "39" FOR STRANDED WIRE
          "40" FOR SOLID WIRES
      2. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      3. ENTRANCE TYPE: 
          "F" FLAT OVAL CABLE
      4. CONTACT FINISH:
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

SPECIFICATIONS
Voltage Rating: 125 volts AC, at 1.5amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 35 milliohms min.
Durability: 500 Cycles
Temp. Rating: -40°C to +120°C

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

MP0639 MP0640

tel. 02.3361.1626   info@elitaliaweb.it
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P015

CAT. 6 MODULAR PLUGS FOR ROUND CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x

1 2 3
      1. WIRE TYPE OPTION:
          "61" FOR STRANDED WIRE
          "62" FOR SOLID WIRES
      2. ENTRANCE TYPE:
          "R" ROUND CABLE
      3. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

NOTE: PROTECTIVE COVER IS P/N SR0813

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0661 MP0662
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P016

CAT. 6 MODULAR PLUGS FOR FLAT OVAL CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x

1 2 3
      1. WIRE TYPE OPTION:
          "63" FOR STRANDED WIRE
          "64" FOR SOLID WIRES
      2. ENTRANCE TYPE:
          "F" FLAT OVAL CABLE
      3. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0663 MP0664

tel. 02.3361.1626   info@elitaliaweb.it
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P017

CAT. 6 MODULAR PLUGS FOR ROUND CABLE (FULLY SHIELDED)

ORDERING INFORMATION:
P/N  M P 0 6 x x - 8 8 R x x

1 2 3
      1. WIRE TYPE OPTION:
          "65" FOR STRANDED WIRE
      2. ENTRANCE TYPE:
          "R" ROUND CABLE
      3. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP0665
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