
P072

MODULAR PLUGS HR TYPE FOR ROUND CABLE 8P (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M P 8 H - 8 8 R 5 0 x 
                                  1      2      3   4     
 
      1. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
      2. ENTRANCE TYPE:
          "R" ROUND CABLE
      3. CONTACT FINISH: 
          "50" 50 MICROINCH GOLD
      4. CONTACT TYPE:
          "A" 2 PRONGS FOR STRANDED WIRE
          "V" 2 PRONGS FOR SOLID WIRES
          "H" 3 PRONGS FOR SOLID WIRES

      NOTE: HAND CRIMPING TOOL P/N HT-236Q
 

MATERIALS
Shielded Cover: 0.5mm Brass, Tin over Nickel plating.
Housing: Polycarbonate resin high-impact UL94V-0 
thermoplastic
Insert: Polycarbonate resin high-impact UL94V-0 
thermoplastic
Contact Blade: Phosphor Bronze, 1.27um/50u" 
Gold on contact area, 2.54um/100u" Nickel all over
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Current Rating: 1.5 Amps max. per circuit
Contact Resistance: 20mΩ max. at 100mA 
max. 50 mV max.
Insulation Resistance: 500MΩ min. at 500V DC
Dielectric Withstanding Voltage:
1000V AC RMS 60Hz, 1 minute
Durability: 1000 mating cycles
Cable to Plug Tesile Stregth: 20 lbs (89N) min.
Temperature Range: -10ºC~60ºC
Humidity: -10% ~ 90% RH
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P073

MODULAR PLUGS FOR ROUND CABLE 8P (HALF SHIELDED)

      ORDERING INFORMATION:
        P/N  M P 8 M - 8 8 R x x x x x
                                    1     2      3   4   5     
 
      1. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C 
      2. ENTRANCE TYPE:
          "R" ROUND CABLE
      3. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD
      4. CONTACT TYPE:
          "A" 2 PRONGS FOR STRANDED WIRE
          "V" 2 PRONGS FOR SOLID WIRES

    "H" 3 PRONGS FOR SOLID WIRES
 5. ADDITIONAL OPTION:
    "  " STANDARD TYPE (Φ1.0MM)
    "65" FOR Φ0.65MM WIRE
    "07" FOR Φ0.70MM WIRE
    "85" FOR Φ0.85MM WIRE
    "K" WITH KEYWAY (KEYED)
    "LL" WITH LONG  LATCH
    "XL" WITH LONGEST LATCH

NOTE: MP8M-88Rxxx65, MP8M-88Rxxx07 and                  
             MP8M-88Rxxx85 for 26 or 28 AWG 
             wire.

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP8M-88Rxxx

MP8M-88Rxxx65 MP8M-88Rxxx07 MP8M-88Rxxx85

MP8M-88RxxxK

MP8M-88RxxxLLMP8M-88RxxxXL
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P074

MODULAR PLUGS FOR ROUND CABLE 8P (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M P 8 N - x x R x x x 
                                  1     2      3   4     
 
      1. NO. OF POSITIONS & CONTACTS:         
          "88" 8P8C
          "84" 8P4C (PIN 1, 2, 3, 6 CONNECED)
      2. ENTRANCE TYPE:
          "R" ROUND CABLE
      3. CONTACT FINISH: 
          "01" FLASH GOLD PLATED
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

4. CONTACT TYPE:
    "A" 2 PRONGS FOR STRANDED WIRE
    "V" 2 PRONGS FOR SOLID WIRES
    "H" 3 PRONGS FOR SOLID WIRES
 

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm

SPECIFICATIONS
Voltage Rating: 250 volts AC, at 2 amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 20 milliohms min.
Durability: 2000 Cycles
Temp. Rating: -40°C to +120°C
Available for 24 or 26 AWG wire.

MP8N-88Rxxx

MP8N-84Rxxx
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P075

MOUDLAR PLUG 8P (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M P 8 P - 8 8 x x x x 
                                        1    2      3   4  
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. ENTRANCE TYPE:
          "F" FLAT OVAL CABLE
          "R" ROUND CABLE
      3. CONTACT FINISH: 
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

4. CONTACT TYPE:
    A, V, C, H

SPECIFICATIONS
Voltage Rating: 125 volts AC, at 1.5amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 35 milliohms min.
Durability: 500 Cycles
Temp. Rating: -40°C to +120°C

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm
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P076

MOUDLAR PLUG DOUBLE ROW TYPE 8P (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M P 8 Q - 8 8 F x x x 
                                         1     2      3   4  
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. ENTRANCE TYPE:
          "F" FLAT OVAL CABLE
      3. CONTACT FINISH: 
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

4. CONTACT TYPE:
    AE, VY, HM

SPECIFICATIONS
Voltage Rating: 125 volts AC, at 1.5amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 35 milliohms min.
Durability: 500 Cycles
Temp. Rating: -40°C to +120°C

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
All materials must be RoHS compliant.
Unit: mm
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P077

MOUDLAR PLUG WITH SINGLE LINER 8P (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M P 8 R - 8 8 F x x x
                                         1    2      3   4  
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. ENTRANCE TYPE:
          "F" FLAT OVAL CABLE
      3. CONTACT FINISH: 
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

4. CONTACT TYPE:
    A, V, H

SPECIFICATIONS
Voltage Rating: 125 volts AC, at 1.5amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 35 milliohms min.
Durability: 500 Cycles
Temp. Rating: -40°C to +120°C

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
i01: PC. UL94V-2, clean
All materials must be RoHS compliant.
Unit: mm
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P078

MOUDLAR PLUG WITH SINGLE LINER & BOOT 8P (FULLY SHIELDED)

      ORDERING INFORMATION:
        P/N  M P 8 T - 8 8 F x x x
                                        1     2     3   4  
      1. NO. OF POSITIONS & CONTACTS:
          "88" 8P8C
      2. ENTRANCE TYPE:
          "F" FLAT OVAL CABLE
      3. CONTACT FINISH: 
          "03" 3 MICROINCH GOLD
          "06" 6 MICROINCH GOLD
          "15" 15 MICROINCH GOLD
          "30" 30 MICROINCH GOLD
          "50" 50 MICROINCH GOLD

4. CONTACT TYPE:
    A, V, H
5. BOOT COLOR:
    "A" GRAY
    "B" BLACK

SPECIFICATIONS
Voltage Rating: 125 volts AC, at 1.5amps.
Dieletric Withstanging Voltage: 1000 volts AC.
Insulation Resistance: 500 megaohms.
Termination Resistance: 35 milliohms min.
Durability: 500 Cycles
Temp. Rating: -40°C to +120°C

MATERIALS
Body: PC. UL94V-2, clean
Contact: phosphor bronze, underplated 100 
microinch  Nickel and  selective gold in contact 
region, and gold flash on remainder of terminal.
i01: PC. UL94V-2, clean
All materials must be RoHS compliant.
Unit: mm
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